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of  continuously  growing 
business  should  assure  you  of  our  ability  to 
offer  the  best  in  Lighting  Fixtures. 


In  compiling  a  catalogue  it  has  always  been  our  effort  to 
present  an  intelligent  solution  to  every  residential  and  commer¬ 
cial  lighting  problem.  It  is  with  this  thought  in  mind  that  our 
designing  department  set  to  work  on  this  book.  We  feel  sure 
that  a  careful  analysis  of  the  contents  of  this  catalogue  will 
convince  you  that  we  have  covered  the  field  most  thoroughly. 
In  the  residential  field  you  will  find  selections  for  locations 
ranging  from  the  insignificant  hallway  to  the  most  pretentious 
dining  room,  and  for  the  commercial  field  we  present  the  latest 
and  finest  in  both  incandescent  and  fluorescent  designs. 


Import  Prisms 

The  body  shafts  and 
arms  of  above  fixtures  are 
made  of  fine  quality 
American  glass.  The  de¬ 
sign  on  the  shaft  is  neatly 
etched  on.  The  crystal 
prisms  with  which  the  fix¬ 
tures  are  trimmed  are  all 
imported,  cut  and  pol¬ 
ished,  reflecting  all  the 
colors  of  the  rainbow. 


G4521  —  5  Light;  length 
48”;  spread  22”;  finish 
brushed  silver;  wired 
with  medium  base 
sockets. 

G4523  —  5  Light;  length 
48”;  spread  22”;  finish 
brushed  silver;  wired 
with  medium  base 
sockets. 

G4524  —  5  Light;  length 
48”;  spread  22”;  finish 
brushed  silver;  wired 
with  medium  base 
sockets. 


G4519 — 5  Light,  length  48"; 
spread  22";  finish  brushed 
silver;  wired  with  medium 
base  sockets. 

G4520 — 5  Light;  length  48"; 
spread  22";  finish  brushed 
silver;  wired  with  medium 
base  sockets. 

G4522 — 5  Light;  length  48"; 
spread  22";  finish  brushed 
silver;  wired  with  medium 
base  sockets. 


Import  Prisms 

The  body  shafts  and 
arms  of  above  fixtures  are 
made  of  fine  quality 
American  glass.  The  de¬ 
sign  on  the  shaft  is  neatly 
etched  on.  The  crystal 
prisms  with  which  the  fix¬ 
tures  are  trimmed  are  all 
imported,  cut  and  pol¬ 
ished,  reflecting  all  the 
colors  of  the  rainbow. 
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Imported  Crystals 


Sparkling  Crystal 


fixtures  furnish  elegance  and 
graciousness  to  the  room 
through  the  brilliancy  of  each  cut  prism.  The  charm  of 
crystal  pieces  will  remain  in  favor  year  after  year  and  there 
is  no  wonder  that  leading  decorators  prefer  crystal  to  obtain 
the  feeling  of  luxury  in  a  room. 

G4275 — 6  Light,  suspended  type.  The  graceful  crystal  trimming 
makes  this  a  decorative  piece  that  will  command  the  admira¬ 
tion  of  everyone.  No  other  type  of  decoration  will  return  the 
satisfaction  and  pride  as  this  beautiful  semi-crystal  lighting 
fixture.  It  is  finished  in  rich  silver  with  the  fluted  center  shaft 
and  under  part  of  canopy  in  bone  white;  wired  with  keyless 
medium  base  sockets;  length  42”;  width  20”.  All  crystal  trim 
imported  glass. 

G2306 — Pendant  type  crystal  fixture  with  four  lights  effectively 
arranged  within  which  add  beauty  and  light  to  the  crystal 
ornaments;  brush  silver  finish;  five  tiers  of  crystal  prisms  and 
cut  glass  ball;  four  keyless  sockets;  width  15”;  length  40”.  All 
crystal  trim  imported  glass 

G2606 — 10  Light  fixture  with  two  lights  and  polished  reflector  within  central 
group  of  crystals  and  three  lights  above  to  eliminate  shadows;  ornamental 
band  and  finials  are  made  of  cast  brass;  brush  silver  finish  black  rub; 
ten  keyless  sockets;  width  22”;  length  28" 
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G4106 — 5  Light;  metal 
parts  finished  in  sil¬ 
ver.  Fixture  is  embel¬ 
lished  with  sparkling 
prisms,  crystal  cups 
and  body  richly  cut. 
Crystal  rope  center 
shaft,  No.  6979  frosted 
and  cut  shades. 
Length  36'';  width 
22";  wired  with  me¬ 
dium  base  keyless 
sockets. 


G4107  —  5  Light,  orna¬ 
mented  with  spar¬ 
kling  cut  prisms  and 
clear  crystal  candle 
cups.  Metal  parts  fin¬ 
ished  in  silver  with 
a  touch  of  Colonial 
brass  color.  Length 
36";  width  19Vi"; 
wired  with  medium 
base  keyless  sockets. 


Imported 

Crystal 

Trim 


Fixtures 


G4083 — -5  Light;  metal 
parts  finished  in  Co¬ 
lonial  brass.  Fixture 
adorned  with  crystal 
bead  chain;  8"  rope 
crystal  break  in  cen¬ 
ter  shaft,  Colonial 
prisms  with  6984 
frosted  and  cut 
shades.  Length  36"; 
width  2OV2";  wired 
with  medium  base 
sockets. 
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Imported 
Crystal  Trim 
Lighting 
Fixtures 

G4553 — 5  Light;  length 
36";  spread  19"; 
brushed  silver  fin¬ 
ish;  No.  7075  frosted 
and  clear  top 
shades.  Wired  with 
medium  base  sock¬ 
ets.  Center  shaft 
crystal  glass  with 
etched  design  and 
1  Vi ' 1  clear  crystal 
ball  at  bottom. 


G  4  0  2  6  —  5  Light  candle 
type  fixture;  exquisite 
imported  cut  sparkling 
prisms  and  crystal 
beaded  chain.  Center 
shaft  of  clear  crystal 
glass  and  metal  parts 
finely  finished  in  silver; 
length  36";  width  21"; 
wired  with  medium 
base  keyless  sockets. 

G4109 — 5  Light;  an  attrac¬ 
tive  fixture,  with  finely 
cut  shades,  imported 
crystal  prisms  and 
beaded  chain  that 
glisten  in  the  rays  of 
light;  clear  crystal  glass 
shaft;  metal  parts  fin¬ 
ished  in  silver;  length 
36";  width  21";  wired 
with  medium  base  key¬ 
less  sockets,  and  No. 
6997  cut  shade. 
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Colonial  Fixtures  Cut  Glass  Shades 
and  Imported  Crystal  Trim 

G4023 — 5  Light;  center  shaft  clear  glass,  finished  in  brush 
silver,  ebony  center  body  equipped  with  No.  6879 
cut  glass  shades;  length  36”;  width  19”;  wired  with 
keyless  sockets. 

G4024 — 5  Light;  center  shaft  clear  glass,  finished  in  brush 
silver,  ebony  center  body  equipped  with  No.  6879 
cut  glass  shades;  length  19%”;  width  19”;  wired  with 
keyless  sockets. 

G4274 — 5  Light;  graceful,  charming,  semi-crystal  piece, 
with  its  beautiful  crystal  shaft  richly  ornamented  with 
sparkling  crystal  bead  chain  and  prisms;  brush  silver 
finish;  it  is  equipped  with  No.  6997  frosted  and  clear 
cut  shades;  width  21”;  length  36”;  wired  with  keyless 
sockets. 
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Domestic 

Crystal 

Trim 

Fixtures 

G4487 — 5  Light;  metal  parts 
finished  in  silver,  beauti¬ 
fully  trimmed  with  crystal 
and  equipped  with  No. 
7032  etched  shades;  length 
36";  width  20";  wired  with 
medium  base  keyless 
sockets. 


G4488  - —  5  Light;  metal 
parts  finished  in  silver, 
richly  trimmed  with 
crystal  and  equipped 
with  No.  6996  etched 
shades;  length  36"; 
spread  21";  wired  with 
medium  base  keyless 
sockets. 

G4489  —  5  Light;  metal 
parts  finished  in  silver, 
nicely  trimmed  with  an 
abundance  of  crystal 
and  equipped  with  No. 
7033  clear  shades; 
length  36";  width  19 V2"; 
wired  with  medium 
base  keyless  sockets. 
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Colonial  Fixtures  Trimmed  with  Imported 
Crystals  all  Cut  and  Polished 


G41 19 — 5  Light,  Colonial  type;  equipped  with  scintillating 
prisms;  hand-cut  and  frosted  shades  No.  6997;  metal  parts 
finished  in  silver;  length  36”;  width  21  Vi";  wired  with 
medium  base  keyless  sockets. 


G4122 — 5  Light,  semi-ceiling  type;  equipped  with  satin  frosted 
cut  shades  No.  6997  and  sparkling  prisms;  metal  parts 
finished  in  silver;  length  17 Vi";  width  18”;  wired  with 
medium  base  keyless  sockets. 


G4130  —1  Light,  bracket;  equipped  with  No.  6997  satin  frosted 
cut  shades  and  prisms;  metal  parts  finished  in  silver;  back 
plate  5”,  extends  6”;  wired  with  medium  base  socket  and 
canopy  switch. 
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The  Colonial  Series  with  Imported  Crystal  Trim 


G4085 — 5  Light;  finish,  polished  Colonial  brass; 
length  36";  width  20 VC;  wired  with  keyless 
sockets;  crystal  glass  shaft  and  crystal  trim; 
cut  shade  No.  6879. 

G4086 — 5  Light;  finish,  polished  Colonial  brass; 
length  173/4";  width  2014'';  wired  with  keyless 
sockets;  crystal  glass  shaft  and  crystal  trim; 
cut  shade  No.  6879. 


G4087— 3  Light;  finish,  polished  Colonial  brass; 
length  36'';  width  1314'';  wired  with  keyless 
sockets;  crystal  glass  shaft  and  crystal  trim;  cut 
shade  No.  6879. 

G4088 — 1  Light;  finish,  polished  Colonial  brass; 
length  834'';  diameter  at  top  6";  wired  with  key¬ 
less  socket;  cut  cylinder  4"  x  6"  No.  6860. 


G4089 — 1  Light;  finish,  polished  Colonial  brass;  re¬ 
flector,  polished  aluminum;  back  plate  6"  x  3 14", 
extends  SV2";  crystal  trim  and  cut  shade  No. 
6879. 
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Colonial  Crystal  Fixtures  with  Cut  Glass  Shades 

Body  and  Bobesches  of  glass,  trimmed  with  imported  glass  beaded  chain  and  drops.  Arms  and  canopy 
made  of  brass  and  finished  in  silver;  wired  with  keyless  sockets;  No.  G3826  has  canopy  switch;  cut  glass 
shade  No.  6879. 


G3822 

5  Lights 

Length  42” 

Width 

20” 

G3823 

5  Lights 

Length  21" 

Width 

18” 

G3824 

3  Lights 

Length  16%” 

Width 

121/2 

G3825 

1  Light 

Length  I8V2” 

Width 

8% 

G3826 

1  Light 

Length  10” 

Back  41/2" 

Extends 

4% 
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Metal  Fixtures  Richly  Trimmed  with  Imported  Crystals 

The  urns  in  the  stems  of  G3971  and  G3972,  the  rosettes,  bead  chain,  prisms  and  bottom  balls  shown  on  these 
fixtures  are  clear  crystal  glass  of  high  quality.  The  finish  is  brush  silver  with  a  light  rub  in  the  bands  to 
emphasize  the  ornament.  Fixtures  are  wired  with  keyless  sockets. 


Fixture  No. 

Lights 

Length 

Width  Overall 

G3971 

3 

20" 

16" 

G3972 

3 

00 

16" 

G3973 

1 

143/4” 

WVz" 

G3974 

1 

CO 

7"  Prisms  3%"  long,  including  bead 

G3980 

1 

CO 

Extends  5  ¥2” 

G3980  back  plate  8"  long  by  3%' '  in  diameter.  Canopy  switch  control.  No.  6847  parchment  shade.  Imported 
prisms  shown  upon  the  above  fixtures  3Vb“  long  including  bead. 
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G4290 — 4  Electric;  length  20";  diameter  14";  brush  silver  finish; 
wired  with  keyless  sockets;  equipped  with  domestic  crystals. 


G4292 — 1  Electric;  length  5Vfe";  spread  6V2";  finish  brush  silver; 
wired  with  keyless  socket;  equipped  with  domestic  crystals. 


G4291 — 1  Electric;  length  IOV2";  width  8 Vi";  brush  silver  finish; 
wired  with  keyless  socket;  equipped  with  domestic  crystals. 


G4289 — 4  Electric;  length  36";  spread  14";  brush  silver  finish; 
wired  with  keyless  sockets;  equipped  with  domestic  crystals. 


G4293 — 1  Electric;  back  plate  414"  x  7";  extends  4%";  finish  brush 
silver;  wired  with  keyless  socket  and  switch  control;  equipped 
with  domestic  crystals. 
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Colonial  Fixtures  with  Shades  and  Imported  Crystal  Trim 


Finished  in  polished  Colonial  brass;  shades  are  frosted  and  cut,  upper  part  clear  and  crimped;  fixtures  are 
wired  with  keyless  sockets;  No.  G3543  bracket  has  canopy  switch. 


G3535 — 5  Light;  length  42";  width  IQV2";  No.  6796 
cut  glass  shade. 

G3543 — 1  Light;  length  11";  back  6"x3%";  No.  6796 
cut  glass  shade. 


G3552 — 3  Light;  length  36";  width  15";  No.  6796  cut 
glass  shade. 

G3622 — 1  Light;  length  12";  width  8";  No.  6799  cut 
glass  ball. 


G3652 — 1  Light;  length  3";  width  9 V2";  No.  6791  cut 
glass  dish. 
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The  Mount  Vernon  Series 


The  above  fixtures  with  the  exception  of  G3936  are  finished  in  brushed  silver  with  touches  of  Colonial 
brass.  The  wind-guards  are  made  of  clear  crystal;  sand-blasted  in  the  center  and  richly  cut.  The  crystal 
balls  in  the  center  shaft  and  at  the  end  of  the  arms  lend  a  dressy  and  interesting  touch  to  this  fascinating 
group  of  fixtures. 


G3933 — 5  Light;  length  36";  width  21";  brushed  silver 
and  Colonial  brass;  No.  6979  cut  glass  shades. 

G3934 — 5  Light;  length  18%'';  spread  19%'';  brushed 
silver  and  Colonial  brass;  No.  6979  cut  glass 
shades. 


G3935 — 1  Light;  length  9%",  extends  6";  brushed 
silver  and  Colonial  brass;  No.  6979  cut  glass 
shade,  canopy  switch  control. 

G3936 — 1  Light;  lantern  10% "  long;  overall  length 
30";  width  8V2";  Colonial  brass  finish. 


G3970 — 3  Light;  length  18”;  width  13";  brush  silver 
and  Colonial  brass;  No.  6979  cut  glass  shades. 
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Fixtures  shown  on  this  page  are  finished  in  polished  brass  and  trimmed  with  fine  quality  crystal  glass. 


All  are  wired  with  medium  base  sockets.  Shades  shown  are  No.  7073,  etched  design  with  clear  top. 


G4528 

5  Lights 

Length  36" 

Spread  20” 

G4529 

3  Lights 

Length  36" 

Spread  1634' 

G4530 

3  Lights 

Length  17" 

Spread  1634' 

G4531 

1  Light 

Length  ISV2" 

Spread  8" 

G4532 

1  Light 

Extends  614" 

Back  Plate  5 

in  Diameter 
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The  Fixtures  shown  on  this  page  are  finished  in  polished  brass  and  wired  with  medium  base  sockets.  An 
unusual  design  of  Colonial  fixture,  splendidly  adaptable  for  low  ceilings.  Shades  shown  No.  7074  frosted 
and  clear  crimped  top. 


G4533 

5  Lights 

Length  36” 

Spread  19” 

G4534 

3  Lights 

Length  36” 

Spread  16" 

G4535 

3  Lights 

Length  17” 

Spread  16” 

G4536 

1  Light 

Length  14” 

Spread  8” 

G4537 

1  Light 

Extends  5%” 

Back  Plate  5% 

Diameter 
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G4303 — 1  Electric;  back  plate  4 %"  diameter,  extends  6";  finish 
polish  brass;  No.  7033  crinkled  top  clear  shade;  wired  with 
keyless  socket  and  canopy  switch. 


G4301 — 3  Electric;  length  15’/2";  spread  16";  finish  polish  brass; 
No.  7033  crinkled  top  clear  shades;  wired  with  keyless 
sockets. 


G4300 — 3  Electric;  length  36";  spread  16";  finish  polish  brass; 

No.  7033  crinkled  top  clear  shades;  wired  with  keyless  G4302 — 1  Electric;  length  17";  spread  IV2")  finish  polish  brass; 

sockets.  No.  7033  crinkled  top  clear  shade;  wired  with  keyless  socket. 


G4299 — 5  Electric;  length  36”;  spread  1 9  V2 " ;  finish  polish  brass; 
No.  7033  crinkled  top  clear  shades;  wired  with  keyless 
sockets. 
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G4296 — 3  Electric;  length  15W';  spread  16Vi";  finish  polish  brass; 
No.  7032  etched  shades  and  domestic  prisms;  wired  with 
keyless  sockets. 


G4294 — 5  Electric;  length  36";  spread  20";  finish  polish  brass; 
artistically  trimmed  with  domestic  crystals  and  finely  etched 
shades  No.  7032;  wired  with  keyless  sockets. 


G4295 — 3  Electric;  length  36";  spread  16  Vi";  finish  polish  brass; 
artistically  trimmed  with  No.  7032  etched  shades  and  domes¬ 
tic  prisms;  wired  with  keyless  sockets. 


G4297 — 1  Electric;  length  17";  spread  71/2";  finish  polish  brass; 
No.  7032  etched  shade  and  domestic  prisms;  wired  with  key¬ 
less  socket. 


G4298 — 1  Electric;  back  plate  43/V';  extends  6  Vi";  finish  polish 
brass;  No.  7032  etched  shade  and  domestic  prisms;  wired 
with  keyless  socket  and  canopy  switch. 
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G  4094 


G4094 — 5  Light;  polished  Colonial  brass  finish;  equipped  with 
No.  6996  etched  shades;  length  36";  width  20  Vi";  wired  with 
medium  base  keyless  sockets. 


G4096 — 1  Light  bracket;  polished  Colonial  brass  finish;  No.  6996 
etched  shade;  back  plate  4  Vi";  extends  5 Vi";  wired  with 
keyless  socket  and  canopy  switch. 


G4095 — 3  Light,  semi-ceiling;  polished  Colonial  brass  finish; 

equipped  with  No.  6996  etched  shade;  length  11%";  width  G4097 — 5  Light  candle  type;  finished  in  polished  Colonial  brass; 

14  ;  wired  with  medium  base  keyless  sockets.  length  36";  spread  19 Vi";  wired  with  keyless  sockets. 

G4098 — I  Light  bracket;  polished  Colonial  brass  finish;  back 
plate  4  Vi”;  extends  5 Vi";  wired  with  keyless  socket  and 
canopy  switch. 
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The  Betsy  Ross  Series 

Equipped  with  Imported  Crystals 

G4090 — 5  Light;  beauty  in  design,  attractive  in  price,  well 
finished  in  polished  Colonial  brass;  equipped  with  No. 
6996  etched  shades  and  sparkling  Colonial  prisms;  length 
36";  width  20  V2";  wired  with  medium  base  keyless  sockets. 

G4091 — -3  Light;  semi-ceiling;  Colonial  in  design;  finished  in 
polished  Colonial  brass;  equipped  with  No.  6996  etched 
shade  and  Colonial  prisms;  length  ll3/s";  width  14";  wired 
with  keyless  sockets. 

G4092 — 1  Light  ceiling;  polished  Colonial  brass  finish;  holder 
4";  length  10";  etched  glass  ball  No.  6987  8"  x  4";  wired 
with  keyless  socket. 

G4093 — 1  Light  bracket;  polished  Colonial  brass  finish; 
equipped  with  No.  6996  etched  shade  and  Colonial  prisms; 
back  plate  4 Vi",  extends  5W';  wired  with  keyless  socket 
and  canopy  switch. 
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The  Skipper  Series 


G4070 — 2  Light;  finish,  natural  wood  and  Colonial 
brass;  length  9 Vi";  width  15";  wired  with  key¬ 
less  sockets;  equipped  with  No.  6968  clear  glass 
lens. 


G4074 — 3  Light;  finish,  Colonial  brass;  width  17 Vz"; 
length  8”;  wired  with  keyless  sockets;  12"  etched 
bowl  No.  6988. 


G4076 — 1  Light  bracket;  finish, 
Colonial  brass;  back  plate 
6V2",  extends  bVz";  length 
10";  wired  with  keyless 
socket  and  canopy  switch; 
equipped  with  etched  and 
cut  shade  No.  6984. 


G4574 

G4574 — 1  Light;  polished  brass, 
extends  514";  height  7";  No. 
6968  clear  glass  lens. 


G4078 — 1  Light;  finish,  Colonial  brass; 
length  6V2";  width  6V2";  wired  with 
keyless  socket. 


G4082 — 2  Light;  finish,  Colonial  brass; 
width  914";  length  714";  wired  with 
keyless  sockets;  equipped  with  8" 
etched  bowl  No.  6985. 


G4075 — 1  Light;  finish,  Colonial 
brass;  length  11";  width  6V2 "; 
wired  with  keyless  socket; 
equipped  with  No.  6968  clear 
glass  lens. 


G4480 


G4480 — 1  Electric;  length  614"; 
spread  4V2";  Colonial  brass 
finish;  No.  6968  clear  glass 
lens;  wired  with  keyless 
socket. 
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LIGHTING 


An  ENCHANTING  PICTURE  ...  the  Dining 
Room  at  the  dinner  hour.  Sparkling  crystal,  shining  silver,  gleaming  white  napery,  lovely 
flowers,  and  over  all . . .  the  soft  glow  of  flickering  candles  at  twilight.  Unhappily  there  are 
few  men  who  will  not  grumble  that  they  cannot  tell  the  soup  from  the  finger  bowl  with 
such  inadequate  illumination!  There  are  lights  to  express  all  moods  and  it  is  not  necessary 
to  sit  in  the  gloom  of  semi-obscurity  to  capture  the  mellow  magic  of  the  dinner  hour. 

Add  a  note  of  artistic  completion  to  your  Dining  Room  by  choosing  one  of  the  new 
Gross  Fixtures  . . .  perhaps  a  scintillating  crystal  chandelier  to  add  graceful  dignity  . . . 
perhaps  a  more  informal  design  to  give  a  congenial  sense  of  intimacy.  You  will  create 
a  perfect  background  for  entertaining. 
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Semi'Indirect  Lighting  Fixtures 

G4262 — 4  Light,  semi-indirect,  radiating  soft  glareless  illumina¬ 
tion  throughout  the  room;  equipped  with  No.  7024  light 
cream  colored  18"  ceria  glass  bowl,  embellished  with  two 
deeply  engraved  lines;  unique,  modern  type  suspension 
hanger  finely  finished  in  polished  silver,  enriched  with 
clear  polished  crystal  balls;  length  30";  width  18";  wired 
with  keyless  sockets. 

G4263 — 3  Light,  semi-indirect,  soft  diffusing  type  velvetone  16" 
glass  bowl  No.  7027  embellished  with  two  maroon  colored 
lines;  suspension  type  hanger  finished  in  polished  Colonial 
brass  with  a  7  marbleized  glass  urn  and  pierced  metal 
band  near  top  of  urn;  wired  with  keyless  sockets;  length 
221/2". 

G4264 — 4  Light,  beautiful  semi-indirect  fixture  with  No.  7025 
glareless  16"  light  cream  color  ceria  glass  bowl,  orna¬ 
mented  with  a  pierced  silver  metal  band  and  sparkling 
imported  crystals  producing  a  soft,  pleasing  light  in  every 
part  of  the  room;  the  metal  parts  are  finished  in  polished 
silver;  wired  with  keyless  sockets;  length  27";  width  16". 


'b'sl 
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G4337 — 4  Electric;  length  36";  spread  16";  polished  bicss  and 
ivory  finish;  No.  7034  beige  and  crystal  glass  bowl  and 
crystal  vase  with  8  crystal  prisms;  wired  with  keyless 
sockets. 


Artistic  Semi'lndirect  Boivls  For  the 
Living  Room  and  Dining  Room 

G4416 — 1  Electric;  length  8  Vi";  extends  3'/2";  beige  color  pocket 
shade;  wired  with  keyless  socket;  canopy  switch  control. 

G4338 — 4  Electric;  length  10 3A";  spread  16";  ivory  and  polished 
brass  finish;  No.  7034  beige  and  crystal  glass  bowl;  wired 
with  keyless  sockets. 


G4554 — 1  Electric,  ceiling  type;  length  12";  spread  16 Vi”;  ivory 
and  polished  brass  finish;  bowl  No.  7077  straw  color  iri¬ 
descent;  wired  with  keyless  socket. 


C4555 — 1  E'ectric,  pendant  type;  length  36";  spread  16  W; 
clear  crystal  vase  in  stem;  metal  parts  finished  in  polished 
brass  and  ivory;  bowl  No.  7077  straw  color  iridescent; 
wired  with  keyless  socket. 
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G-4345 


Semidndirect  Bowls  For  the  Living  Room  and  Dining  Room 


G4345 — 3  Light,  pendant  type,  semi-indirect;  metal  parts  finished 
in  polished  brass  with  clear  glass  vase  in  stem;  No.  7027 
Velvetone  glass  bowl  16",  embellished  with  two  brown 
stripes;  length  36";  spread  16";  wired  with  keyless  sockets. 


G4347 — 3  Light,  ceiling  type,  semi-indirect;  metal  parts  finished 
in  cream  ivory  and  Colonial  gold;  12"  beige  and  crystal 
glass  bowl  No.  7035;  length  lOVi";  spread  12 Vi";  wired 
with  keyless  sockets. 


G1316 — -3  Light,  ceiling  type,  semi-indirect;  metal  parts  finished 
in  cream  ivory  and  Colonial  gold;  No.  7027  Velvetone  glass 
howl  16",  embellished  with  two  brown  stripes;  length  10 Vi"; 
spread  16";  wired  with  keyless  sockets. 


G4348 — 3  Light,  pendant  type,  semi-indirect;  metal  parts  finished 
in  polished  brass;  clear  glass  vase  in  stem;  12"  beige  and 
crystal  glass  bowl  No.  7035;  length  36";  spread  1214"; 
wired  with  keyless  sockets. 
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G  4549 


G4548 


W 

G  4551 


G  4550 


G4357 — 2  Light,  semi-indirect,  metal  parts 
finished  in  ivory  and  gold,  and  clear 
crystal  glass  vase  in  stem;  length  36"; 
spread  12";  beige  and  crystal  glass 
bowl;  wired  with  keyless  sockets. 


G4550 — 3  Light,  semi-indirect,  ceiling  type, 
metal  parts  finished  in  gold;  length  10"; 
spread  12  Vi";  beige  and  crystal  bowl; 
wired  with  keyless  sockets. 


G4358 — 2  Light,  semi-indirect,  metal  parts 
finished  in  ivory  and  gold;  length  8V2"; 
spread  12”;  equipped  with  beige  and 
crystal  12”  bowl. 


G4551— 3  Light,  semi-indirect,  pendant 
type,  metal  parts  finished  in  silver  and 
gold,  with  clear  glass  vase  in  stem; 
length  36";  spread  12Vi";  beige  and 
crystal  bowl;  wired  with  keyless  sock¬ 
ets. 


G4548 — 3  Light,  semi-indirect,  metal  parts 
finished  in  ivory  and  polished  brass, 
with  clear  glass  vase  in  stem;  length 
36";  spread  12";  satin  crystal  bowl; 
wired  with  keyless  sockets. 


G4549 — 3  Light,  semi-indirect,  metal  parts 
finished  in  ivory,  with  clear  glass  vase 
in  stem;  length  10";  spread  12";  satin 
crystal  bowl;  wired  with  keyless  sock¬ 
ets. 


} 


s> 


~o 


Semi'Indirect  Lighting 

G4101— 3  Light  louvre,  semi-indirect  ceiling 
type,  ornamental  canopy,  bowl  trimmed 
with  ornamental  banding  and  fixture  is 
finished  in  white  and  gold  color;  equipped 
at  bottom  with  a  6"  glass  lens;  length 
9  3A";  width  17";  wired  with  keyless 
sockets. 

G4113 — 3  Light,  semi-indirect  type,  center  shaft 
gracefully  trimmed  with  crystals,  bowl 
has  five  crystal  glass  rosettes  and  metal 
parts  of  fixture  are  finished  in  white  with 
silver  trim,  6"  glass  lens  in  bottom;  length 
25";  width  18";  wired  with  keyless  sockets. 

G4117 — 3  Light,  semi-indirect,  metal  bowl  fin¬ 
ished  in  ivory  with  two  silver  stripes, 
crystal  rope  shaft,  canopy  and  chain  in 
ivory  and  gold  color,  MV2"  roughed  inside, 
diffusing  panel  at  bottom;  length  30"; 
width  16";  wired  with  keyless  sockets. 


«  28 


» 


Residential  Types  of  Semi-Indirect  Fixtures 


G3919— 1  Light  semi-indirect,  pewter  finish,  clear 
glass  jewel  ball  in  stem  and  crystal  roughed 
panel  in  bottom;  length  23”;  width  16”;  wired 
with  keyless  socket.  Lamp  capacity  200  watt. 

G3920 — 1  Light  semi-indirect,  pewter  finish,  clear 
glass  jewel  ball  in  stem  and  crystal  roughed 
panel  in  bottom;  length  17”;  width  14”;  wired 
with  keyless  socket.  Lamp  capacity  200  watt. 


G3921 — 1  Light  pewter  finish;  extends  7” — reflector 
6”  diameter;  wired  with  keyless  socket  and 
canopy  switch.  Lamp  capacity  75  watt. 

G3922 — 1  Light  semi-indirect,  pewter  finish,  crystal 
glass  star  design  in  bottom;  length  12”;  width 
10”;  wired  with  keyless  socket.  Lamp  capacity 
100  watt. 


G3929 — 1  Electric,  pewter  finish;  length  8 3A";  width 
10”;  wired  with  keyless  socket.  Complete  with 
150-watt  silver  bowl  lamp. 
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Indirect  Illumination  Semidndirect  Bottom 


G4255 — 3  Light,  finished  in  ivory  and  polished 

nickel;  length  20”;  width  16”;  wired  with  key¬ 
less  sockets;  7V4”  C.  R.  I.  glass  disc  in  bottom. 
Crystal  trim. 

G4256 — 3  Light,  finished  in  ivory  and  polished 

nickel;  length  36”;  width  16”;  wired  with  key¬ 
less  sockets;  7lA"  C.  R.  I.  glass  disc  in  bottom, 
crystal  trim. 


G4257 — 3  Light,  finished  in  ivory  and  polished 
nickel;  length  22”;  width  17”;  wired  with  key¬ 
less  sockets;  No.  6994  6”  satin  frosted  prismatic 
bowl  in  bottom,  crystal  trim. 

G4258 — 3  Light,  finished  in  ivory  and  polished 
nickel;  length  36”;  width  17”;  wired  with  key¬ 
less  sockets;  No.  6994  6”  satin  frosted  prismatic 
bowl  in  bottom,  crystal  trim. 
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The  Empire  Series 

G3793 — 5  Light;  neatly  finished  in  Colonial  brass 
and  bone  white;  length  19";  width  20";  equipped 
with  No.  6861  ivory  tone  reflecting  shades;  wired 
with  keyless  sockets. 

G3794 — 5  Light;  finished  in  Colonial  brass  and  bone 
white;  length  36”;  width  20";  equipped  with  No. 

6861  ivory  tone  reflecting  shades;  wired  with 
keyless  socket. 

G3798 — 1  Light  bracket;  finished  in  Colonial  brass 
and  bone  white;  length  10";  width  5";  extends 
514";  equipped  with  No.  6861  ivory  tone  reflect¬ 
ing  shade;  wired  with  keyless  socket  with  can¬ 
opy  switch  control. 


G3795 — 3  Light;  finished  in  Colonial  brass  and  bone 
white;  length  I6V2";  width  15";  equipped  with 
No.  6861  ivory  tone  reflecting  shades;  wired 
with  keyless  sockets. 

G3796 — 1  Light;  finished  in  Colonial  brass  and  bone 
white;  length  1 7  V2” ;  width  834";  equipped  with 
No.  6861  ivory  tone  reflecting  shade;  wired  with 
keyless  socket. 
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G4304 — 5  Electric;  length  36";  spread  18";  finish  bronze  and 
chrome;  equipped  with  No.  7031  two- tone  amber  shades; 
wired  with  keyless  sockets. 


G4306 — 1  Electric;  length  15";  spread  7  Vi";  finish  bronze  and 
chrome;  equipped  with  No.  7031  two-tone  amber  shade;  wired 
with  keyless  socket. 


G4307 — 1  Electric;  back  plate  3%"x6%";  extends  6 Vi";  finish 
bronze  and  chrome;  equipped  with  No.  7031  two-tone  amber 
shade;  wired  with  keyless  socket  and  canopy  switch. 


G4305 — 5  Electric;  length  17";  spread  18";  finish  bronze  and 
chrome;  equipped  with  No.  7031  two-tone  amber  shades; 
wired  with  keyless  socket. 
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G-4308 


Modern  Types  of  Shaded  Light 


G4310 — 5  Electric;  length  16";  spread  19";  finish  brown  and 
polished  brass;  No.  6850  ivorytone  shades;  wired  with  key¬ 
less  sockets. 

G4311 — 1  Electric;  length  15";  spread  7  V2";  finish  brown  and 
polished  brass;  No.  6850  ivorytone  shade;  wired  with  key¬ 
less  socket. 


G4308 — 1  Electric;  back  plate  37e"  x  6 3A";  extends  E>3A";  finish 
brown  and  polished  brass;  No.  6850  ivorytone  shade;  wired 
with  keyless  socket  and  canopy  switch. 

G4309 — 5  Electric;  length  36";  spread  19";  finish  brown  and 
polished  brass;  No.  6850  ivorytone  shades;  wired  with  key¬ 
less  sockets. 
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G3104 — 3  Light  fixture;  finished  in  antique  iron,  hand  wrought; 
wired  with  keyless  sockets;  equipped  with  6723  frosted,  clear 
top  and  bottom  chimneys;  width  13 V2";  length  13 V2". 

G3105 — 5  Light  fixture;  finished  in  antique  iron,  hand  wrought; 
wired  with  keyless  sockets;  equipped  with  6723  frosted,  clear 
top  and  bottom  chimneys;  width  I8V2";  length  42". 

G3106 — 1  Light  bracket;  finished  in  antique  iron,  hand  wrought; 
wired  with  keyless  socket  and  canopy  switch;  equipped  with 
6723  frosted,  clear  top  and  bottom  chimney;  back  plate  10/4" 
x  414";  length  1 114 " ;  extends  4 Vs". 

G3 132—1  Light  fixture;  finished  in  antique  iron,  hand  wrought; 
wired  with  keyless  socket;  shade  made  of  copper;  equipped 
with  6723  frosted,  clear  top  and  bottom  chimney;  width  9"; 
length  36". 


Wrought  Iron  Fixtures 


G3132 


G3104 


G3106 


G3105 
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The  Brentwood  Series 


G3489 — 1  Light;  finished  in  toned  gold;  wired  with 
keyless  socket;  diameter  at  top  5";  length  bVi" . 

G3491 — 1  Light  bracket;  finished  in  toned  gold; 
wired  with  keyless  socket  and  toggle  switch; 
spread  6/4";  extends  4";  length  12";  equipped 
with  No.  6786  golden  toned  shade. 

G3492 — 3  Light;  finished  in  toned  gold;  wired  with 
keyless  sockets;  width  12 %";  length  30";  equip¬ 
ped  with  No.  6786  golden  toned  shades. 


G3493 — 2  Light;  finished  in  toned  gold;  wired  with 
keyless  sockets;  width  123/4";  length  14";  equip¬ 
ped  with  No.  6786  golden  toned  shades. 

G3494 — 5  Light;  finished  in  toned  gold;  wired  with 
keyless  sockets;  width  19 V2";  length  36";  equip¬ 
ped  with  No.  6786  golden  toned  shades. 

G3495 — 5  Light;  finished  in  toned  gold;  wired  with 
keyless  sockets;  width  19 V2";  length  1 9 V2 " ; 
equipped  with  No.  6786  golden  toned  shades. 


3> 
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Fixtures  For  Small  Homes 


G4424 — 3  Electric;  length  2Va";  spread  13";  finish  antique  gold 
and  color;  wired  with  keyless  sockets. 


•  II 


G4421 — 5  Electric;  length  10";  spread  151/2";  finish  antique  gold 
and  color;  wired  with  keyless  sockets. 

G4422 — 5  Electric;  length  36”;  spread  IbVz";  finish  antique  gold 
and  color;  wired  with  keyless  sockets  and  equipped  with  on 
and  off  switch  at  bottom. 


G4425 — 2  Electric;  length  36";  spread  13";  finish  antique  gold 
and  color;  wired  with  keyless  sockets  and  on  and  off  switch. 

G4426 — 3  Electric;  length  36";  spread  13";  finish  antique  gold 
and  color;  wired  with  keyless  sockets  and  on  and  off  switch. 


G4423 — 2  Electric;  length  21A":  spread  13";  finish  antique  gold 
and  color;  wired  with  keyless  sockets. 
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G4427 — 1  Electric;  back  plate  5  Vi"  x  9  Vi";  extends  A";  finish  an¬ 
tique  gold  and  color;  wired  with  pull  chain  socket. 
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G3380 — Keyless 
G3674— Pull  Switch 


G3380 — 2  Light;  finished  in  ivory  and 
color;  length  5";  ceiling  plate  12"  x 
6";  wired  with  keyless  receptacles. 

G3674 — 2  Light;  same  as  G3380  except 
wired  with  pull  switch 


G4124 

G4124 — 3  Light;  finished  in  ivory 
and  color;  length  5";  width  12"; 
wired  with  keyless  receptacles. 


G3717 


G4040 — Keyless 
G4123 — Pull  Switch 
G3542 — Colonial  Brass 


G4040 — 2  Light;  finished  in  ivory; 
length  5";  ceiling  plate  12"  x  6"; 
wired  with  keyless  receptacles. 

G4123 — 2  Light;  same  as  G4040  except 
it  is  equipped  with  pull  switch. 

G3542 — 2  Light;  same  as  G4040  except 
finished  in  Colonial  brass. 


G4 120— Ivory  G4 121—  Pol.  Col. 

G4 120—1  Light;  finished  in  ivory; 
length  3";  diameter  5V£";  wired 
with  keyless  receptacle. 

G4121 — Same  as  G4120  except  pol¬ 
ished  Colonial  brass  finish. 


G3387— Keyless  G3406— Pull 

G3387 — 1  Light  ceiling  fixture  fin¬ 
ished  in  ivory  pastelle;  equipped 
with  strap;  wired  with  keyless 
socket;  414"  in  diameter. 

G3406 — 1  Light;  same  as  G3387,  but 
equipped  with  pull  socket. 


G3717 — 1  Light;  finished  in  ivory; 
wired  with  key  socket;  No.  6808 
decorated  shade,  6"x214";  length 
36". 


G3609 

G4041 — 3  Light;  finished  in  ivory; 
length  5";  width  12";  wired  with 
keyless  receptacles. 

G3609 — -3  Light;  same  as  G4041  ex¬ 
cept  finished  in  Colonial  brass. 


G3386 — 1  Light;  finished  in  ivory 
and  color;  length  61/2";  width  6"; 
wired  with  keyless  receptacle. 

G3405 — 1  Light;  same  as  G3386  ex¬ 
cept  wired  with  pull  receptacle. 
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G4282 — Semi-flush  Colonial  3  Light;  equipped  with  No.  6997 
etched  and  cut  shades  and  finished  in  polished  Colonial 
brass;  wired  with  keyless  sockets;  length  IIV2";  width  14". 

G4216 — Semi-flush  3  Light;  finished  in  bone  white  and  polished 
Colonial  brass;  equipped  with  No.  7005  cut  shades  and 
imported  cut  prisms;  wired  with  keyless  sockets;  length 
IOV4";  width  11". 

G421 7  Semi-flush  Colonial  type  3  Light  fixture;  finished  in  pol¬ 
ished  Colonial  brass;  wired  with  three  keyless  sockets; 
length  13";  width  13";  No.  7016  milk  white  textalite  shades. 


G4367 

G4367 — 1  Electric;  length  11";  spread 
12";  finish  ivory;  No.  7063  12"  plas¬ 
tic  ivory  color  bowl;  wired  with  key¬ 
less  socket. 


G3918 

G3918 — 1  Light;  finished  in  ivory  and 


C4198 — Pendant  type  3  Light;  finished  in  polished  Colonial  brass 
and  equipped  with  No.  6997  etched  and  cut  shades;  wired 
with  keyless  sockets;  length  36";  width  14". 


gold,  with  crystal  diffusing  glass  in 
bottom;  length  11%";  width  11”; 
wired  with  keyless  socket. 
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G42 18— Pendant  type  3  Light;  finished  in  polished  Colo¬ 
nial  brass;  wired  with  keyless  sockets;  length  36"; 
width  13";  No.  7016  milk  white  textalite  shades. 


G3187 

G3187 — Your  room  is  alive  when  this  brilliant 
crystal  sunburst  furnishes  the  interior  with 
sparkling  rays  of  light;  metal  parts  finished 
in  silver;  it  is  16"  in  diameter;  9"  in  length, 
and  wired  with  three  keyless  sockets;  glass 
No.  6983. 


G3778 

G3778 — Finished  in  white  and  gold; 
the  sparkling  Imported  glass 
prisms  which  surround  the  lamps, 
make  this  piece  very  attractive; 
width  12";  length  6",  and  wired 
with  three  keyless  sockets. 


G3162 


G3162 — Beauty  is  evident  when  you 
take  in  consideration  the  1114"  mir¬ 
ror  plate  richly  cut  and  trimmed  with 
Imported  cut  beaded  chain  and 
crystal  drops;  the  metal  parts  are 
finished  in  Colonial  gold;  wired  with 
three  keyless  sockets;  length  714". 


G3163 

G3163 — -The  1114"  diameter 
richly  cut  mirror  with  spar¬ 
kling  Imported  prisms  will 
add  charm  to  any  room; 
metal  parts  finished  in  Colo¬ 
nial  gold,  and  wired  with 
three  keyless  sockets;  length 
8V2". 


G4222 

G4222 — 3  Light;  finished  in  white 
and  silver  trim;  glass  diffusing 
disc  in  bottom;  length  10";  width 
12";  wired  with  keyless  socket. 


G4363 — 3  Electric;  length  1114";  spread 
1114";  brushed  silver  finish;  wired 
with  keyless  sockets;  equipped  with 
domestic  crystals. 


G4133 — 1  Light;  engineered  to  take  100  or 
150-watt  lamp,  and  beautifully  styled 
with  perforated  banding  and  clear  crys¬ 
tal  ball;  finished  in  bone  white,  polished 
Colonial  brass;  length  13";  width  13"; 
wired  with  keyless  socket. 

G4220 — 1  Light;  beautiful  as  well  as  fur¬ 
nishing  ample  illumination;  finished  in  a 
combination  of  polished  Colonial  brass, 
white  and  peach  color;  diffusing  disc  in 
bottom  and  clear  crystal  ball  in  stem 
and  terminus;  length  1 6  V4";  width  13"; 
wired  with  keyless  socket. 

G4102  1  Light;  very  stylish  with  its  scalloped  edge  and  perforated  band- 

-  j;  finished  in  ivory  and  polished  Colonial  brass;  2%"  diffusing  disc  in 
bottom  and  clear  glass  ball;  length  15  VA";  width  127/e";  wired  with 
keyless  socket  suitable  for  100-watt  lamp. 


G4099 — 1  Light,  louvre  type;  23/s"  diffus¬ 
ing  glass  in  bottom,  crystal  glass  orna¬ 
ment  in  stem;  elegantly  finished  in  white 
and  polished  Colonial  brass,  louvre  in 
polished  aluminum;  length  131/2";  width 
12%";  wired  with  keyless  socket;  suit¬ 
able  for  100-watt  lamp. 

G4 100—1  Light,  semi-indirect;  equipped 
with  12"  straw  color  glass  bowl  No. 
7015,  with  perforated  banding  around 
top  edge  of  bowl;  fixture  is  finished 
in  polished  Colonial  brass  and  suitable 
for  100-watt  lamp;  length  131/4";  width 
12";  wired  with  keyless  socket. 

G4219 — 1  Light;  finished  in  white  with  touches  of  polished  Colonial  brass; 
this  fixture  will  bring  comfort  and  convenience  to  your  room;  length 
Hl/2";  width  10";  wired  with  keyless  socket. 
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Restful  Bedroom  Lighting 

Semi'lndirect  and  Louvre  Type  Indirect 


G3673 — 1  Light;  finished  in  green  and  chrome;  length  IIV2"; 
width  91/s";  wired  with  keyless  socket;  2%"  glass  diffusing 
disc  in  bottom. 

G4044 — Same  as  G3673  except  finished  in  ivory  and  chrome. 

G4045 — Same  as  G3673  except  finished  in  rose  and  chrome. 

G4223 — 1  Light;  finished  in  ivory;  length  9";  width  1014";  wired 
with  keyless  socket;  equipped  with  6927  satin  finish  glass 
bowl. 

G4224 — Same  as  G4223,  except  peach  bowl  No.  6928. 

G4225 — Same  as  G4'223  except  green  bowl  No.  6926. 


G4226 — 1  Light;  finished  in  ivory  and  brown  rub;  length  11%"; 
spread  1214";  wired  with  keyless  socket. 

G4227 — 1  Light;  finished  in  ivory  and  chrome;  length  1114"; 

width  10";  wired  with  keyless  socket;  23/8"  glass  diffusing 
disc  in  bottom. 

G4228 — 1  Light;  finished  in  ivory,  chrome  and  silver;  length 

11%";  width  13%";  wired  with  keyless  socket;  2%"  glass 
diffusing  disc  in  bottom. 

G4229 — -1  Light;  finished  in  ivory;  length  914";  width  103/e  "; 

wired  with  keyless  socket;  equipped  with  No.  6986  10%" 

ceria  glass  bowl. 
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G4323 — Rose 


G4321 — Beige 
G4322— Blue 


G4330 — Rose 


G4328 — Beige 
G4329— Blue 


G4370 — Rose 
G4371 — Crystal 


G4368 — Beige 
G4369— Blue 


_ _ _ _ ,  .  | 


G4324 — Beigi 
G4325— Blue 


G4326 — Rose 
G4327— Crystal 


G4379 — Beige 
G4380— Blue 


G438 1 — Rose 
G4382— Crystal 


G4376 — Rose 
G4377— Crystal 


G4374 — Beige 
G4375— Blue 


G4372— Crystal 


G4373 — Beige 


G4378 — Beige 


I 

I 


Smart  and  Stylish  Bedroom  Pieces 

These  lovely  designs  are  available  in  the  variety  of  pastel  colors  as  specified,  in  the  tones  to  blend  in  perfect  harmony  with  the  decorative  scheme  of  your  home. 


No. 

Lights 

Color  of  Glass 

Finish 

Length  Spread 

No. 

Lights 

Color  of  Glass 

Finish 

Length  Spread 

G4321 

1 

Beige 

Ivory  and  gold 

101/2" 

93/4" 

G4372 

1 

Ivory  metal  bowl 

Ivory  and  gold 

12" 

10" 

G4322 

1 

Blue 

Ivory  and  gold 

101/2" 

93/4" 

Crystal  bottom 

G4323 

1 

Rose 

Ivory  and  gold 

IOI/2" 

93/4" 

G4373 

1 

Beige 

Ivory 

41/2" 

91/4" 

G4324 

1 

Beige 

Ivory  and  gold 

10" 

101/4" 

G4374 

1 

Beige 

Ivory 

91/4" 

IO1/4" 

G4325 

1 

Blue 

Ivory  and  gold 

10" 

101/4" 

G4375 

1 

Blue 

Ivory 

91/4" 

IOV4" 

G4326 

1 

Rose 

Ivory  and  gold 

10" 

101/4" 

G4376 

1 

Rose 

Ivory 

91/4" 

IO1/4" 

G4327 

1 

Crystal 

Ivory  and  gold 

10" 

101/4" 

G4377 

1 

Crystal 

Ivory 

91/4" 

IO1/4" 

G4328 

G4329 

1 

1 

Beige 

Blue 

Ivory 

Ivory 

10" 

10" 

91/4" 

91/4" 

G4378 

2 

Beige 

Ivory  and  gold 

IO1/2" 

121/2" 

G4330 

1 

Rose 

Ivory 

10" 

91/4" 

G4379 

1 

Beige  No.  7040 

Ivory 

101/4" 

low 

G4368 

1 

Beige  No.  7036 

Ivory 

91/4" 

101/2" 

G4380 

1 

Blue  No.  7041 

Ivory 

IO1/4" 

101/2" 

G4369 

1 

Blue  No.  7037 

Ivory 

91/4" 

101/2" 

G4381 

1 

Rose  No.  7042 

Ivory 

IO1/4" 

101/2" 

G4370 

1 

Rose  No.  7038 

Ivory 

91/4" 

101/2" 

G4382 

1 

Crystal  No.  7043 

!  Ivory 

101/4" 

101/2" 

G4371 

1 

Crystal  No.  7039 

Ivory 

91/4" 

101/2" 

The 

Above  Fixtures 

Wired  with  Keyless  Sockets. 
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Semi 'Indirect  Bedroom  Fixtures 


G4200 — 1  Light,  semi-indirect;  finished  in 
chrome;  polished  crystal  glass;  length  11"; 
width  1 1  Vi";  wired  with  keyless  socket. 

G4280 — 2  Light,  semi-indirect;  polished 
Colonial  brass  finish,  No.  7020  ivory 
color  bowl  with  brown  line  decoration 
12";  length  overall  13";  wired  with  key¬ 
less  sockets. 

G4281 — 2  Light,  semi-indirect;  polished 
Colonial  brass  finish;  No.  7019  ivory  color 
bowl  with  brown  line  decoration  10"; 
length  overall  including  clear  crystal  ball 
13";  wired  with  keyless  sockets. 


G4207 — 1  Light;  finished  in  chrome;  pol¬ 
ished  crystal  glass  trim;  width  7";  wired 
with  keyless  socket. 

G4210 — 1  Light;  chrome  finish,  with  polished 
clear  crystal  glass  globe  and  shade; 
width  8Vi";  length  11";  wired  with  keyless 
socket. 

G4212 — 1  Light;  ivory  finish  with  beige 
shade  11  Vi";  length  11";  wired  with 

keyless  socket. 


G4572 — 4  Light;  finished  in  polished  brass; 
equipped  with  16"  satin  crystal  glass  etched 
design  bowl;  wired  with  keyless  sockets. 

G4573 — 2  Light;  finished  in  polished  brass; 
equipped  with  12"  satin  crystal  glass  etched 
design  bowl;  wired  with  keyless  sockets. 

G4525 — 1  Light;  finished  ivory;  equipped  with 
No.  7078  10"  beautiful  cream  colored  iri¬ 
descent  bowl;  wired  with  keyless  socket. 

G4383 — 2  Electric;  length  10";  spread  10%"; 
finish  ivory  and  gold;  wired  with  keyless 
sockets;  No.  7044  12  V2"  tan  bowl. 
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Decorated  Porcelain  Fixtures 


G4242 — 3  Light;  finished  in  ivory  with  under¬ 

glazed  floral  colors;  width  1 0 Vs";  wired  with 
keyless  sockets. 

G4243 — 1  Light;  finished  in  ivory  with  under¬ 

glazed  floral  colors;  width  6 3A";  wired  with 
keyless  socket. 

G4244 — 2  Light;  finished  in  ivory  and  under¬ 

glazed  colors;  width  6V2"  x  10  Vi'';  wired  with 
keyless  sockets. 

G4245 — 1  Light,  convenience  outlet;  finished  in 
ivory  and  underglazed  colors;  back  plate  4"  x 
57/b";  wired  with  pull  socket. 

G4246 — 3  Light;  finished  in  ivory  with  under- 

glazed  floral  colors;  width  93A";  wired  with 
keyless  sockets. 


G4247 — 2  Light;  finished  in  ivory  with  under¬ 
glazed  colors;  width  61/2,'xl0'';  wired  with 
keyless  sockets. 

G4248 — 1  Light;  finished  in  ivory  with  under¬ 
glazed  colors;  width  5  V2";  wired  with  keyless 
socket. 

G4249 — 1  Light,  with  convenience  outlet;  fin¬ 
ished  in  ivory  and  underglazed  colors;  wired 
with  turn  knob  socket. 

G4276 — 1  Light;  same  as  G4245,  except  no  con¬ 
venience  outlet. 

G4277 — 1  Light;  same  as  G4249,  except  no  con¬ 
venience  outlet. 
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G3506 


G3504 


G3505 


G3502 


G3503 


Cast  Aluminum  Fixtures  Finished  in  Pastel  Colors 


G3502 — -1  Light  ceiling;  finished  in  antique  ivory, 
with  touches  of  pastel  colors;  made  of  cast 
aluminum;  wired  with  keyless  socket;  diameter 
at  ceiling  IV. 2". 

G3503 — 2  Light  ceiling;  finished  in  antique  ivory, 
with  touches  of  pastel  colors;  made  of  cast 
aluminum;  wired  with  keyless  sockets;  13Vfe"  x 
6 Vz"  ceiling  plate. 


G3504 — 3  Light  ceiling;  finished  in  antique  ivory, 
with  touches  of  pastel  colors;  made  of  cast 
aluminum;  wired  with  keyless  sockets;  diam¬ 
eter  1 1  V2". 

G3505 — 3  Light  pendant;  finished  in  antique  ivory, 
with  touches  of  pastel  colors;  made  of  cast 
aluminum;  wired  with  keyless  sockets;  diameter 
1 1 V2";  length  30". 


G3506 — 1  Light  bracket;  finished  in  antique  ivory, 
with  touches  of  pastel  colors;  made  of  cast 
aluminum;  canopy  switch;  keyless  socket;  back 
plate  10  W'  x  4";  extends  43/4". 
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The  Federal  Series 


G3777 — 3  Light;  finished  in  white  and  rich  gold; 
width  13";  wired  with  keyless  sockets. 

G3780 — 5  Light;  finished  in  white  and  rich  gold; 
width  13 wired  with  keyless  sockets. 

G3781 — 3  Light;  finished  in  white  and  rich  gold; 
width  10";  wired  with  keyless  sockets. 


G3782 — 2  Light;  finished  in  white  and  rich  gold; 
width  10";  wired  with  keyless  sockets. 

G3783 — 1  Light;  finished  in  white  and  rich  gold; 
width  6V2";  wired  with  keyless  socket. 

G3784 — 1  Light;  finished  in  white  and  rich  gold; 
back  plate  AVz";  extends  4 wired  with  pull 
socket. 
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G4 143—1  Light  hall  piece;  finished  in  Colo¬ 
nial  brass,  and  equipped  with  No.  6996 
etched  shade;  length  16";  width  8 
wired  with  medium  base  keyless  socket. 


G3997 — 3  Light  ceiling  type  hall  lantern; 
Colonial  brass;  No.  6938  cylinder  of  clear 
glass  finely  cut;  length  IAV2";  width  8"; 
wired  with  candelabra  base  keyless  sockets. 


G4144 — 1  Light;  finished  in  polished  Colonial 
brass;  equipped  with  No.  6999  frosted  and 
cut  shade;  length  12";  width  8";  wired 
with  medium  base  keyless  socket. 


G4461 


G4461  —  3  Electric;  length  36";  spread 
IIV2";  finish  Colonial  brass;  clear  glass 
in  lantern;  wired  with  keyless  sockets. 


G4 142—3  Light  lantern;  finished  in  Colo¬ 
nial  brass;  diameter  of  lantern  8V2"; 
clear  glass  panels;  wired  with  keyless 
sockets;  length  overall  30". 


G4538  —2  Light;  polished  brass;  length 
30";  size  of  cage  7V2"  diameter,  9" 
high;  No.  7079  6"  x  8"  clear  cylinder. 


G3792  —  1  Light;  Colonial 
brass  finish;  length  36"; 
width  6V4";  No.  6860  cut 
cylinder  4"  x  6";  wired 
with  keyless  socket. 
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G3627 


G3652 


G3627 — 1  Light  ceiling  fixture;  Colo¬ 
nial  brass  finish;  No.  6793  bowl, 
satin  roughed  outside;  diameter  of 
plate  9  V2 " ;  depth  3";  bowl  8"  x 
21/4"  deep. 


G3652 — 1  Light;  Colonial  brass  fin¬ 
ish,  and  equipped  with  No.  6791 
frosted  and  cut  bowl  8”x214”; 
wired  with  keyless  socket;  diam¬ 
eter  of  plate  9V2";  depth  3". 


G4254 

G4254 — 2  Light;  Colonial  brass  fin¬ 
ish;  width  914”;  depth  4”;  keyless 
sockets;  etched  bowl  No.  6985,  8”. 


G4088 

G4088 — 1  Light;  Colonial 
brass  finish;  length 
8%”;  diameter  at  top 
6”;  frosted  and  cut  cyl¬ 
inder  No.  6860;  wired 
with  keyless  socket. 


G3610 


G3610 — 1  Light  ceiling  fix¬ 
ture,  with  No.  6841  clear 
crystal  jewel  effect  urn; 
diameter  at  ceiling  714  ”; 
length  9 V4";  Colonial 
brass  finish. 


G4569 

G4569  —  1  Light;  length 
2914”;  width  of  shade 
1 1 14  ”;  polished  brass 
finish;  reflector  shade 
Chinese  red  on  out¬ 
side;  pebbled  crystal 
glass;  keyless  recep¬ 
tacle. 


G4570 


G4570  —  1  Light;  length 
714";  width  5”;  polished 
brass  finish;  pebbled 
crystal  glass;  keyless 
receptacle. 


G4092 

G4092  —  1  Light  ceiling; 
finished  in  polished 
Colonial  brass,  and 
equipped  with  6987 
etched  8”  x  4”  squat 
ball;  wired  with  keyless 
receptacle. 


G4270 


G4270 — 1  Light;  polished 
Colonial  brass  finish; 
canopy  514”;  diameter 
holder  314”;  wired  with 
keyless  socket;  equipped 
with  No.  7017  crystal 
glass  ball. 


G4544 

G4544  —  2  Light;  polished 
brass;  spread  1014”; 
length  414";  cut  glass 
bowl  No.  7085;  keyless 
sockets. 


G4430 


G4430  —  1  Electric;  length 
103/8”;  spread  8”;  Colo¬ 
nial  brass  finish;  No. 
7057  frosted  and  cut 
globe;  8”  x  4”  fitter; 
wired  with  keyless 
socket. 
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G4058 — Brush  Silver 
G4059 — Colonial  Brass 
Imported  Crystal  Prisms 

G4058— Brush  silver  finish;  width 
47/i6";  length  TV2";  keyless  socket; 
no  lamp. 

G4059 — Polished  Colonial  brass  fin¬ 
ish;  width  4% 6";  length  71/ 2";  key¬ 
less  socket;  no  lamp . 


G4049 — Chrome 
G4050 — Colonial  Brass 


G4049 — Chrome  finish;  width  6V2"; 
length  4Vfe";  keyless  socket;  no 
lamp. 

G4050 — Colonial  brass  finish;  width 
6V2";  length  414 ";  keyless  socket; 
no  lamp. 


G4064 — Colonial  Brass 


G4064 — Polished  Colonial  brass  fin¬ 
ish;  width  5I/2";  holder  314";  length 
9”;  keyless  socket,  and  No.  6828 
cut  ball. 


G4539 


G4539 — 1  Light;  polished 
brass  finish;  holder  5" 
x  3  14 ' ' ;  length  overall 
6V4";  No.  7076  crystal 
glass  ball,  size  5"  deep, 
314"  fitter;  keyless  re¬ 
ceptacle. 


G4490 


G4490 — 1  Electric;  finished 
in  Colonial  brass; 
length  10'';  width  6"; 
No.  7072  clear  crystal 
ball;  6"x3!4"  holder; 
wired  with  keyless  re¬ 
ceptacle. 


G4447 

G4447 — 1  Electric;  finished 
in  Colonial  brass; 
length  6V2";  spread  7"; 
No.  7056  frosted  and  cut 
globe  7"x314"  fitter; 
wired  with  keyless 
socket. 


G4571 


G4571 — 1  Light;  polished 
brass;  length  7  Vs"; 
width  514";  crystal 
glass  bowl;  keyless  re¬ 
ceptacle. 


G4428 


G4428 — -1  Electric;  finished 
in  Colonial  brass; 
length  6";  spread  63/s"; 
No.  7055  frosted  and 
clear  globe  63/b"  x314" 
fitter;  wired  with  keyless 
socket. 


G4556 


G4556 — 1  Light;  polished 
brass  finish;  holder  5" 
x  314";  No.  6779  amber 
glass  globe,  4  V2 " 
square;  length  overall 
614";  keyless  recep¬ 
tacle. 


G4047 — Colonial  Brass 


G4047 — Colonial  brass  fin¬ 
ish;  width  5V2";  length 
4";  keyless  socket;  no 
lamp. 


G3904 — Colonial  Brass 
Keyless 


G3797 — Chrome  Keyless 

G3904 — Colonial  brass  fin¬ 
ish;  width  9";  length 
4";  keyless  socket;  no 
lamp. 

G3797  —  Chrome  finish; 
width  9";  length  4";  key¬ 
less  socket;  no  lamp. 
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G  3639 


G  4546 


G  3547 


G  4547 


Bathroom,  Kitchen  and  Utilitarian  Fixtures 

Chromium  Plated  Finish 


G4546 — 1  Light;  chrome  finish;  holder 
5  Vi"  x  4";  length  over  glass  8 No. 

7082  white  ball  with  crystal  louvres, 
size  8%"x4". 

G4547 — 1  Light;  chrome  finish;  holder 
51/2"  x  4";  length  over  glass  8";  No. 

7083  white  ball  with  crystal  louvres, 
6%"  diameter  x  4"  fitter. 

G4558 — 1  Light;  white  enamel;  4V2"  at 
back;  convenience  outlet  and  pull 
socket;  extends  8  Vi”;  Nc>.  6385  white 
shade. 


G3639 — 1  Light;  keyless  socket;  width  6"; 
length  7";  equipped  with  either  No. 
6795  green  stripe  or  No.  6880  black 
stripe  shade;  specify  decorative  shade 
wanted. 

G3532 — 1  Light  ceiling  light;  No.  6792 
opal  bowl,  8"x2V4";  keyless  socket; 
width  9 Vi";  3"  deep. 

G3684 — 1  Light  ceiling  light;  No.  6797 
opal  bowl,  91/2"  x  23/4";  keyless  socket; 
width  11";  depth  3 Vi". 


G3638 — 1  Light;  keyless  socket;  width 
8  Vi";  length  11";  equipped  with  either 
No.  6794  green  stripe  or  No.  6772  black 
stripe  ball;  specify  decoration  of  ball. 

G3547 — 1  Light  bracket;  keyless  socket; 
turn  knob  switch;  back  4";  extends  3". 

G4175 — 1  Light;  6992  opal  shade;  wired 
with  pull  socket  and  convenience  out¬ 
let;  extends  8". 


o 

G4173-8" 


G4174-10" 


G  3925 

NO  OUTLET 


G4029 
WITH  OUTLET 


G4160 

G4161 

G4162 

G4163 


Chrome  Finish 


- . 


G4166— 12"  No  Outlet 
G4167— 18"  No  Outlet 
G4443— 12"  With  Outlet 


G3925 — 1  Light;  polished  aluminum;  length 
163/4";  width  35/s";  keyless  socket  and 
canopy  switch;  no  outlet,  no  lamp;  suit¬ 
able  for  40-watt  lumiline  lamp. 

G4029 — 1  Light;  polished  aluminum  finish; 
length  16%";  width  3s/s";  keyless 
socket;  canopy  switch  and  convenience 
outlet;  no  lamp;  suitable  for  a  40-watt 
lumiline  lamp. 


G4169— 12"  No  Outlet 
G4170— 12"  With  Outlet 
G4286 — 18"  No  Outlet 
G4444— 18"  With  Outlet 


G4171— 12"  No  Outlet 
G4172— 18"  No  Outlet 
G4445— 12"  With  Outlet 
G444G— 18"  With  Outlet 


Fix.  No. 

Lights 

Finish 

Lt.  Control 

Size  of  Bk.  Plate 
Length 

Lumiline  Brackets 

G4160 

1 

chrome 

Pull 

41/2"  x  3" 

G4161 

1 

chrome 

Kless 

4V2"  x  3" 

G4162 

1 

white 

Pull 

41/2"  x  3" 

G4163 

1 

white 

Kless 

41/2"  x  3" 

G4166 

1 

chrome 

Pin  switch 

13"  x  2Y2" 

adjust,  shutter 

G4167 

1 

chrome 

Pin  switch 

18%"  x  21/2" 

adjust,  shutter 

G4169 

1 

chrome 

Pin  switch 

131/2"  x  2%" 

no  outlet 

G4170 

1 

chrome 

Pin  switch 

131/2"  x  2 %" 

convenience  outlet 

and  Other  Useful  Pieces 


Size  of  Bk.  Plate 


Fix.  No. 

Lights 

Finish 

Lt.  Control 

Length 

G4171 

1 

chrome 

Pin  switch 

13"  x2!/2"  no  outlet  to  cover  3"  box 

G4172 

1 

chrome 

Pin  switch 

19"  -X.2V2"  no  outlet  to  cover  3"  box 

G4173 

2 

chrome 

Kless 

4%"x9%"  6933  8"  opal  bowl 

G4174 

2 

chrome 

Kless 

5%"  x  11"  6993  10"  opal  bowl 

G4286 

1 

chrome 

Pin  switch 

191/4"  x  2%"  no  outlet 

G4443 

1 

chrome 

Pin  switch 

13"  x2>/2"  convenience  outlet 

G4444 

1 

chrome 

Pin  switch 

1914"  x  2%"  convenience  outlet  to  cover  3"  box 

G4445 

1 

chrome 

Pin  switch 

13"  x2!/2"  convenience  outlet 

G4446 

1 

chrome 

Pin  switch 

19"  x  2I/2"  convenience  outlet  to  cover  3"  box 

No  lamps  included  in  any  of  the  above. 
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G3844 — 2  Light;  chrome  finish;  ceiling  canopy  5";  length  4";  6874 
10"xl6"  white  glass  panel;  keyless  sockets. 


G3927 — 2  Light;  chrome  finish;  width  1014";  length  3”;  key¬ 
less  sockets,  and  6970  white  glass  bowl. 


G3928 — 1  Light;  chrome  finish;  length  8";  holder  4";  514" 
diameter  at  ceiling;  keyless  socket  and  6971  10"  x  4" 
white  ball. 


G4411,  G4412 

G4412— With  conven¬ 
ience  outlet. 

G4411  —  No  outlet; 
back  plate  4 Vh ' ' ; 
extends  7  Vi"-,  fin¬ 
ish  polished 
chrome;  wired  with 
pull  socket;  No. 

7048  crystal  bottom  shade. 


G4168  —  1  Light;  chrome  finish;  back 
plate  334";  extends  3%";  pin  switch 
control. 


G3838 — Keyless  Socket 
G3895 — Pull  Socket 


G3833 — Keyless  Socket 
G3894 — Pull  Socket 


Chrome  Finish 

G3838  —  1  Light;  canopy  5 14"; 
length  10";  wired  with  keyless 
socket  and  6897  8V2"  x  4”  white 
ball. 

G3895  —  1  Light;  canopy  514"; 
length  10";  wired  with  pull  socket 
and  6897  8  Vi"  x  4"  white  ball. 


Chrome  Finish 

G3833  —  1  Light;  canopy  414"; 
length  8";  wired  with  keyless 
socket  and  6894  7"x5%"x214" 
white  shade. 

G3894  —  1  Light;  canopy  414"; 
length  8";  wired  with  pull  socket 
and  6894  white  shade. 


G427 1  — Pull  Socket 
G4272 — Keyless  Socket 

G4271 — 1  Light;  chrome  hold¬ 
er;  514"  x  4"  fitter;  No.  7007 
ball  has  crystal  bottom 
and  three  clear  lines;  wired 
with  pull  socket. 

G4272 — Same  as  above  ex¬ 
cept  wired  with  keyless 
socket. 


G4409,  G4410 


G4409 — No  outlet. 

G4410  —  With  convenience 
outlet;  back  plate  4"  x  514"; 
extends  4";  finish  chrome; 
wired  with  turn  switch. 
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G4159 


G4159 — 2  Light;  chrome  finish;  length  5  V2";  width 
11";  wired  with  keyless  sockets  and  No.  7012 
10"  bowl,  frosted  with  clear  crystal  lines. 


G4273 


G4273 — 1  Light;  chrome  finished  holder;  diameter 
5  V2" ,  with  4"  fitter;  ball  has  crystal  bottom  and 
three  clear  lines,  and  louvre  etched  with  clear 
lines  No.  7007-7008;  width  11";  wired  with  key¬ 
less  socket. 


G4400 

G4400  —1  Electric;  length  4";  spread  6%";  finish 
polished  chrome;  crystal  bottom  glass  6";  wired 
with  keyless  socket. 


G4401,  G4402 


G4401 — 2  Electric;  length  41/2";  spread  9";  finish 
polished  chrome;  crystal  bottom  glass  8";  wired 
with  keyless  sockets. 

G4402 — 2  Electric;  length  5  V^";  spread  11";  finish 
polished  chrome;  crystal  bottom  glass  10";  wired 
with  keyless  sockets. 


G4158 

G4158 — 2  Light;  chrome  finish;  length  4%"; 
width  9W;  wired  with  keyless  sockets  and 
No.  7011  8"  bowl  frosted  with  clear  crystal 
lines. 


G4404 


G4404  —  1  Electric;  finished  in  polished 
chrome;  length  9%";  spread  8V2";  No.  7046 
modernistic  opal  globe;  wired  with  keyless 
socket. 


G4403 


G4403  —  1  Electric;  finished  in  polished 
chrome;  length  8V2";  spread  6V2";  No.  7045 
modernistic  opal  globe;  wired  with  keyless 
socket. 


G4526,  G4527 


G4526 — 1  Light;  keyless  receptacle;  chrome 
finish;  holder  51/2,'x4";  No.  7080  7'/2"x4" 
ball;  clear  crystal  top  and  bottom;  white 
center;  length  overall  7 

G4527 — 1  Light;  keylejs  receptacle;  chrome 
finish;  holder  5Vfc"x4";  No.  7081  5%"  x  4" 
ball;  clear  crystal  top  and  bottom;  white 
center;  length  overall  6 %". 


G4418,  G4478,  G4479 


Finish 

chromium;  wired  with  keyless  sock 

ets; 

length  41/2”. 

Fixture  No.  Glass  No. 

Lights 

Spread 

G4418 

7053 

1 

6V4" 

G4478 

7069 

2 

8%" 

G4479 

7070 

3 

10%" 

Crystal  louvre  bottom  glass. 


G3434 — 1  Light;  finished  in  white  enamel; 
wired  with  keyless  socket,  strap  and 
No.  6766  white  ball  81/2,'x4";  fixture 
diameter  at  top  5%". 

G3440 — Same  as  G3434  but  pull  socket. 


G4545 — 1  Light;  keyless  receptacle;  chrome 
finish;  holder  51/2"  x  4";  length  overall 
7";  No.  6766  8V2"  x4"  white  ball. 
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G 3432  -Chrome 
G2003  "White  Ename 


G3434  —Keyless  Socket 
G3440  " Pull  Socket 


G4146  "Keyless  Socket 
G4147~Pull  Socket 


G4148  _  Keyless  Socket 
G4149"Pull  Socket 


G  3433  "Chrome 
G2004  "White  Ename 


G4154~With  Outlet 
G4155  “No  Outlet 


G4156"With  Outlet 
G4157~No  Outlet 


G2003 — I  Light;  white  enamel  finish;  No. 
6386  white  shade. 

G2004 — 1  Light;  white  enamel  finish;  back 
43/4";  extends  8";  pull  socket  and  6385 
white  shade. 


G4 146—1  Light;  chrome  finish;  length  9"; 
width  8  V2";  keyless  socket;  No.  6990 
8  V2"  x  4"  white  ball. 

G4147 — 1  Light;  same  as  G4146  except 
equipped  with  pull  socket. 


G4 152—1  Light;  white  porcelain;  back 
plate  414"  x  6";  extends  8";  pull  socket; 
no  outlet;  6949  white  shade 

G4153 — Same  as  G4152  except  that  it  is 
equipped  with  convenience  outlet. 


G3432 — 1  Light;  chrome  finish;  length  8"; 
width  6''?  keyless  socket;  No.  6386  white 
shade. 

G3433 — 1  Light;  same  as  G2004  except 
chrome  finish. 

G3434 — 1  Light;  white  enamel;  length  10”; 
width  8V2";  keyless  socket;  6766  white 
ball. 


G4 148—1  Light;  chrome  finish;  length  8"; 
width  6V2";  keyless  socket;  No.  6991 
6V2"  x2lA"  open  bottom  shade. 

G4149 — 1  Light;  same  as  G4148  except 
equipped  with  pull  socket. 

G4150 — 1  Light;  chrome  finish;  back  plate 
6''x3!4";  extends  414";  turn  switch  and 
convenience  outlet;  C913  white  shade. 


G4 154—1  Light;  chrome  finish;  extends 
8 3A";  back  plate  3%"  x  7 14";  extends 
8V2";  pull  socket  and  convenience  outlet; 
No.  6992  white  shade. 

G4155 — 1  Light;  same  as  G4154  except  no 
convenience  outlet. 

G4156 — 1  Light,  convenience  outlet;  white 
porcelain  pull  socket.  No  lamp. 


G3440 — 1  Light;  same  as  G3434  except 
equipped  with  pull  socket . 


G4151 — 1  Light;  same  as  G4150  except  no 
convenience  outlet . 


G4157 — 1  Light,  no  outlet;  white  porcelain; 
pull  socket.  No  lamp. 
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Vitrified  Porcelain  Brackets  and  Fixtures — White  Finish 


G4392 — Convenience  outlet. 


G4390 — Convenience  outlet, 


G4389 — 1  Electric;  back  plate  514'' x  41/2"; 
extends  8  Vi";  finish  white  porcelain;  wired 
with  convenience  outlet  and  pull  socket. 

G4468 — 1  Electric;  same  as  above,  no  con¬ 
venience  outlet. 


G4393 — No  outlet;  1  Electric;  back  plate  4%" 
x  5  Vs'';  extends  7";  finish  white  porcelain; 
white  shade  with  crystal  bottom;  wired 
with  pull  socket. 


G4391 — No  outlet;  1  Electric;  back  plate  45/s" 
x  6";  extends  5";  finish  white  porcelain; 
wired  with  pull  socket. 


G4394 — Convenience  outlet. 

G4395 — No  outlet;  1  Electric;  back  plate  4%" 
x  5  Va":  extends  8”;  finish  white  porcelain; 
white  shade  with  crystal  bottom;  wired  with 
pull  socket. 


G4396 — Convenience  outlet. 


G4398 — Convenience  outlet. 


G4397 — No  outlet;  1  Electric;  back  plate  45/s" 
x  6”;  extends  5";  finish  white  porcelain; 
wired  with  pull  socket;  white  glass  shade. 


G4399 — No  outlet;  1  Electric;  back  plate  5''; 
extends  8";  finish  white  porcelain;  wired 
with  pull  socket;  white  shade  No.  6385. 


G3429 — 1  Light;  vapor 
proof;  back  plate 
43/4";  length  5Vfe"; 
keyless  socket;  No. 
6950  glass. 


G3429— White 


G3961 — Keyless 


G4387— Pull 
G4388 — Keyless 


G3960 — Pull 


G4389 
With  Outlet 


G4468 
No  Outlet 


G4392 
With  Outlet 


G4393 
No  Outlet 


G4390 
With  Outlet 


G4391 
No  Outle 


G4394 
With  Outlet 


G4395 
No  Outlet 


U  G4397 
No  Outlet 


G4396 
With  Outlet 


G3960 — 1  Light;  width  5%"; 
length  3";  pull  socket. 

G3961 — 1  Light;  width  5%"; 
length  3";  keyless  socket. 


G4387 — 1  Electric;  length  8"; 
spread  5";  finish  white 
porcelain;  No.  6386  white 
shade;  wired  with  pull  re¬ 
ceptacle. 

G4388 — 1  Electric;  wired  with 
keyless  socket  and  No. 
6386  white  shade. 


G3430 — Pull  Socket 


G2925 


G3309 — Keyless  Socket 


G3430 — 1  Light;  white  porcelain;  length 
21/8";  diameter  4%";  pull  socket. 

G3309 — 1  Light;  white  porcelain;  length 
21/8";  diameter  43/s";  keyless  socket. 


G2925 — 1  Light;  holder  white 
porcelain;  wired  with  key¬ 
less  socket;  strap  and  No. 
6766  white  ball  81/2,'x4". 
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Semi-Recessed  Lights 


1 —  Efficiency  Chromium  Crim 
Reflector 

2 —  Seam  Lock 

4 — Side  Glass  and  Bottom  Panels 
Flash  Opal 

No  Dark  Ceilings,  Side  Panels  Illuminate  Ceiling 
All  Numbers  Bear  Underwriter's  Label 


G4450 

G4450 — 1  Electric;  box  size  73/4"  x  lOVi"  x  4"  deep;  frame  9'' x 
12"xlV4";  wired  with  keyless  receptacle.  For  150-watt 
lamp. 


G4451 


G4451 — 1  Electric;  box  size  9  Vi"  x  9  Vi"  x  4"  deep;  frame  size  11"  x 
lr'xlVi";  wired  with  keyless  receptacle.  For  150-watt 
lamp. 


G4452- — 1  Electric;  bo<x  size  6Vi"x6Vi"x4" 
deep;  frame  size  8"  x  8"  x  1  Vi"  deep;  wired 
with  keyless  receptacle.  For  75-watt  lamp. 


G4453 

G4453 — 1  Electric;  box  size  4  Vi"  x  7  Vi"  x  4" 
deep;  frame  size  6"  x  9”  x  1  Vi";  wired  with 
keyless  receptacle.  For  75-watt  lamp. 


G4454 — 1  Electric;  box  size  4  Vi"  x  7  Vi"  x  4"; 
frame  size  6"  x  9";  wired  with  keyless  re¬ 
ceptacle.  For  75-watt  lamp. 


G4455,  G4485 

G4455  —  1  Electric;  box  size  6  Vi"  x  4" 
deep;  frame  7  Vi"  diam.;  wired  with  key¬ 
less  receptacle.  For  75-watt  lamp. 

G4485  —  1  Electric;  box  size  10Vi"  x  4" 
deep;  frame  11  Vi  diam.;  wired  with 
keyless  receptacle.  For  150-watt  lamp. 


G4456 

G4456 — 1  Electric;  box  size  73A“  x  lOVi"  x  4"  deep; 
frame  size  9"  x  11";  wired  with  keyless  receptacle. 
For  150-watt  lamp. 


G4457 

G4457 — 1  Electric;  box  size  6  Vi"  x 
6  Vi"  x  4"  deep;  frame  size  8"  x  8"; 
wired  with  keyless  receptacle. 
For  75-watt  lamp. 
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FLUORESCENT  and  INCANDESCENT 


In  progressive  commercial  establishments  and  offices  during  the  past  few  years 
there  has  been  a  noted  increase  of  interest  in  proper  lighting.  This  is  because  the 
scientist  has  convinced  us  beyond  the  question  of  a  doubt  that  poor  light  not  only 
ruins  eyesight,  but  has  the  most  devastating  effect  on  the  entire  nervous  system, 
resulting  in  loss  of  efficiency  and  undue  fatigue.  On  the  other  hand  intelligent  mer¬ 
chandising  has  clearly  demonstrated  that  if  a  store  is  not  well-lighted  customers  will 
not  be  attracted  to  its  dooFs.  With  these  factors  in  mind  it  is  not  difficult  to  convince 
a  customer  of  the  common  sense  advisability  of  sufficiently  high  levels  of  glare-free 
illumination. 

We  call  your  particular  attention  to  our  selection  of  fluorescent  fixtures.  These 
pieces  have  been  engineered  and  designed  with  the  utmost  care  to  secure  the  maximum 
in  efficiency  and  practicability.  We  have  presented  data  to  assist  you  in  the  layout 
of  your  jobs,  but  if  you  have  a  particular  problem,  please  feel  free  to  call  upon  the 
complete  service  of  our  engineering  department. 
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Plastic  Semi-Indirect  Fluorescent 


G4500 


Fixture 

Number 

Lamps 

No.  of 

Size 

Length 

Dimensions 

Height 

Width 

Power  Factor  % 

Shipping  Weight 

G4500 

4  48" 

40  watt 

49  V4" 

CO 

CD 

16" 

95-100 

A8V2  lbs. 

FLEUR  -  O  -  LI  E R 


The  Manufacturer  guarantees  by  affixing  this  label 
that  this  Fluorescent  Luminaire  is  a  duplicate  of 
samples  found  by  periodic  examination  to  comply 
with  the  minimum  requirements  as  set  up  in  the 

SPECIFICATIONS  FOR  LUMINAIRES. 


FITTINGS  AND  AUXILIARIES 

FOR  FLUORESCENT  LAMPS " 

which  are  sponsored  by  the  Manufacturers  of  Mazda 
Lamps 

ELECTRICAL  TESTINC  LABORATORIES 

N[W  YORK,  N.  T, 


LUOMSCINT  LIGHTING  rilTUMIS  (“PLOYING  (IISTINC  TIPIS 
■  rs  AM(  NOT  MCO-VMNOID  9  OR  SCHOOLS  OFMCtS  *NO 
A*  LOCATIONS  klUISS  LAMPS  A  •  l  SHI  I  1 01  0  l>U" 
OlMCT  VII* 


THIS  CERTIFICATION  IS  CONTINGENT 
UPON  EMPLOYMENT  OF  CERTIFIED 
AUXILIARIES  OF  OVER  *S*V  POWER  fACTOR 


LOOK 

FOR  THIS  LABEL 

•  •  •  •  S&-XS 

STuWS  have 

_  Ih  over  50  r,g.d 

met  w  0d  service, 

specifications  forge <aCy  e£ 

as  set  up  by  UER$  must  be 

A«  C*'f^hF^!Les  Ihallasls  and 

:r:;s  ce^e^r^, - 
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Fleur-O-Lier  Lighting 


APPLICATION:  This  Gross  Fleur-O-Lier  has 
been  designed  especially  for  the  lighting  of 
fine  stores,  reception  rooms,  offices,  schools 
and  all  other  places  demanding  the  best  in 
smooth,  glare-free  illumination. 

LIGHTING  CHARACTERISTICS:  As  a  certified 
Fleur-O-Lier  it  has  passed  all  the  exacting 
requirements  of  the  tests  made  by  the  Elec¬ 
trical  Testing  Laboratories.  The  lighting 
characteristics  satisfy  the  requirements  of 
efficiency  with  a  light  output  of  70%  of  the 
bare  lamps.  Fleur-O-Lier  minimum  require¬ 
ment  for  this  type  fixture  is  65%.  The  sur¬ 
face  brightness  of  the  unit  is  1.8  candles 
per  square  inch  in  normal  viewing  angles, 
which  surpasses  requirements  by  28%.  The 
distribution  of  light  is  exceptionally  uniform 
as  shown  in  the  accompanying  Electrical 
Testing  Laboratories  report.  This  feature 
will  help  to  make  a  lighting  job  free  of 
“peaks  and  valleys.” 

FINISH:  The  metal  parts  of  the  fixture  are 
finished  in  satin  aluminum  with  the  cast  alu¬ 
minum  end  plates  highlighted  to  make  a 
very  pleasing  ensemble  that  blends  well 
with  any  decorative  scheme. 


mo  154411 


Electrical  Testing  Laboratories 

New  York.  N.  Y. 
omotm  no  78361-5 
CANDLEPOWER  DISTRIBUTION 
NO. G-4500  FLUORESCENT  UNIT* 


Tasted  in  accordance  with  Specifications  for  Fluorescent  Luminaires  (F.M.L.fl2) 
Rendered  to  Gross  Chandelier  Company 

Laiij>s  -  Four  -  46  Inch  (40  Watts);  118  Volts;  2100  Lumens  (Total  Lumens  8400);  230  Mean  Horizontal 
Candlepower;  T-12  White  Fluorescent  Bulb. 

Unit  •  -  White  painted  enamel  housing  with  two  translucent,  configurated,  plastic  panels. 

Test  -  Candlepower  dis tribution  in  three  vertical  planes  intersecting  in  the  center  of  the 
unit;  A-A  normal,  B*-B  parallel  and  iw  its* 

C-C  45*  to  the  tubes. 

Light  output  in  per  cent  of  bare  lamps  -  70  Luminaire  Brightness - 

—  Locations 


«E.T.L.  No .  11169 


CANDLEPOWER 


Approved  by 


Tested 


Engineer,  Photometric  Department. 

Plotted  bydfl" 


Candles  per  Sq  In.  1.2  1.8  2.4  1.6 


(?.  f. 

In  Charge  of  Test 
Novoaber  27,  1940 


PLASTICS:  The  diffusing  medium  used  in  fixture  No.  G-4500  is  a  lightly  pigmented  and  con¬ 
figurated  plastic  sheet  with  excellent  light  transmission  and  diffusing  properties.  The  use  of 
plastic  as  a  light  diffusing  medium  in  a  fixture  of  this  type  has  many  advantages.  One  of  these 
is  low  weight.  The  complete  plastic  used  in  this  fixture  weighs  only  2^/2  lbs.  A  comparable  piece 
of  glass  would  weigh  slightly  more  than  twice  this  amount.  However,  to  provide  a  safety  factor  against 
breakage  the  glass  should  be  approximately  3  times  as  thick  as  the  plastic  used,  which  would  result  in 
the  diffusing  medium  weighing  nearly  19  lbs.  as  compared  to  2^  lbs.  This  lighter  weight  also  makes 
possible  changes  in  fixture  construction  which  still  further  reduces  total  fixture  weight.  This  lowers  the  cost 
of  shipping  and  cost  of  installation.  Plastic  being  tough  and  pliable  will  not  break  or  shatter;  therefore, 
removes  the  risk  of  personal  injury  due  to  breaking  and  falling  of  heavy  pieces  of  glass,  as  formerly 
used  in  fixtures  of  this  type.  The  design  of  the  fixture  has  been  approved  by  the  plastic  manufacturers 
engineering  department  as  meeting  all  requirements  for  properly  mounting  the  plastic  to  prevent  any 
buckling  or  warping. 

MAINTENANCE,  so  essential  to  lighting  efficiency,  has  been  made  a  very  simple  matter  by  the  elimina¬ 
tion  of  louvers  and  other  hard  to  clean  surfaces.  It  is  a  simple  matter  to  dust  or  wash  the  flat  surfaces 
of  G-4500,  since  water  will  not  in  any  way  affect  the  metal  finish  or  the  plastic. 

WIRING:  The  fixture  is  furnished  wired  complete  with  two-lamp  ballasts,  starting  compensators,  starting 
switches  and  lamp  holders.  All  wiring  equipment  Underwriters’  Approved. 

VOLTAGE:  All  fixtures  wired  for  110-125  volts,  60  cycle  A.  C.  For  other  voltage  or  frequency,  prices 
on  request. 

TEMPERATURE:  The  fixture  has  been  designed  to  meet  all  temperature  requirements  of  both  Fleur-O-Lier 
and  Underwriters’  Laboratories. 


» 


59 


Fluorescent  Lighting  Fixtures 


G4494 


Type 

Fixture 

Number 

] 

No.  of 

-am; 

Ceiling 

G4491 

4 

24 

Ceiling 

G4492 

4 

48 

Suspension 

G4493 

4 

24 

Suspension 

G4494 

4 

48' 

Overall  Dimensions 


ize 

Length 

Height 

Width 

20W 

24  %" 

8%" 

15" 

40W 

481/2'' 

8%" 

15" 

20W 

24  V2" 

36" 

15" 

40W 

48%" 

36" 

15" 

Canopy 

Power 

Shipping 

Size 

Factor  % 

Weight 

95-100 

19  lbs. 

95-100 

36  lbs. 

17"  X  5"  X  1" 

95-100 

25  lbs. 

17"  X  5"  X  1" 

95-100 

42  lbs. 

G4495 


Fixture 

Lamps 

Overall  Dimensions 

Canopy 

Power 

Shippinq 

Type 

Number 

No.  of  Size 

Length 

Height 

Width 

Size 

Factor  % 

Weight 

Ceiling 

G4495 

2 

24"  20W 

24%" 

5%" 

10%" 

95-100 

1 1  lbs. 

Ceiling 

G4496 

2 

48"  40W 

48%" 

51/4m 

10%" 

95-100 

20  lbs. 

Suspension 

G4497 

2 

24"  20W 

24  %" 

33%" 

10%" 

17"  x  5"  x  1" 

95-100 

17  lbs. 

Suspension 

G4498 

2 

48"  40W 

48  %" 

33  %" 

10%” 

17"  x  5"  x  1" 

95-100 

26  lbs. 

Fluorescent 


Lighting  Fixtures 


DIRECT  LIGHTING  for 
MAXIMUM  EFFICIENCY 

FINISH:  Finish  is  durable  baked  white  enamel  of 
high  reflection  factor  to  secure  greatest  efficiency. 
Easy  to  clean.  Embossed  design  in  baked  gold 
enamel. 

WIRING  EQUIPMENT:  Fixtures  are  wired  complete 
with  two-lamp  high  power  factor  ballasts.  Starting 
compensators  furnished  as  recommended  by  Fluo¬ 
rescent  lamp  manufacturers  for  quick  starting  and 
longer  lamp  life.  All  ballasts,  lamp-holders  and 
wiring  equipment  Underwriters'  Approved. 

VOLTAGE:  All  fixtures  wired  for  110-125  volts,  60 
cycle,  A.  C.  For  other  voltage  or  frequency,  prices 
on  request. 


Angles 


Cheeked  by: 


Electrical  Testing  Laboratories 

New  Yo»«.  N  V 

•«-o-  *«,  1*J8J9  «*••••  ~<>  77669-5  ■***•  -°  35158 

CAK’JLEPONEK  DISTRIBUTION 
NO.  G-UV2  FLUORESCENT  UNIT* 

Tested  in  accordance  with  Specifications  for  Fluorescent  Luminaires  fF.lC.l.#12) 
Rendered  Oross  Chandelier  Company 

Lamps  -  Four  46  Inch  140  Watts);  118  Volts;  *2100  Lumens  (Total  Lumens  8400);  230  Mean  Horisontal 
Candlepower;  T-12  White  Fluorescent  Bulb. 

Unit  -  White  painted  enamel  reflector.  11  LJI! — iil - w-  —  *** — ^  ■  /**  ^  -'■w ■■  ■■■ 

Test  -  Candlepower  distribution  in  three  vertical  I  /  /  N  ■' 

planes  intersecting  in  the  center  of  the  X  /•  V 

unit;  A-A  normal,  B-B  parallel  and  C-C  45  /  I  /*  .  /  1  / 

to  the  tuoes.  ~f — ^  j  /'''•/  s \ 

Light  output  in  per  cent  of  bare  lamp  -  81  /  /  ,  /\  ^ 

•E.I.L.  No.  100J9.  !  /  A/  X,  /'  'A  , 


Plane 

8-3 

Plane 

C-C 

1460 

1460 

1460 

1450 

1450 

1450 

1420 

LUO 

1400 

1340 

1320 

1310 

1250 

1180 

1190 

1130 

1000 

1030 

1040 

780 

860 

960 

525 

735 

835 

227 

600 

785 

55.5 

520 

750 

0 

488 

725 

452 

640 

370 

5^5 

273 

389 

193 

277 

142 

200 

87.5 

111 

32.8 

18.6 

0 

0 

Approved  by 

Engineer,  Photometric  Department. 
Tested  by:  Plotted  b j'.CSd 


0. 

In  Charge  of  Test. 
October  11,  1940 


FOOT  CANDLE  READINGS  ON  HORIZONTAL  WORKING  PLANE 
ALL  READINGS  TAKEN  ALONG  CENTER  LINE  OF  FIXTURES 


No.  G-4491 
G- 4493 

No  G-4495 
G-4497 

i 

I 

Parallel  to  Lamps 

Right  Angles  to  Lamps 

Parallel  to  Lamps 

Right  Angle  to  Lamps 

< 

i 

i 

.5  1  2 

4.5 

10 

17 

19 

5 

16 

10 

S 

25 

1.5 

L 

O  .5  1 

ZJ5 

5.5 

9.3 

11.5 

10 

5.5 

3 

1.5 

.5 

•?_L 

f  i  i 

! 

1 

1 

f 

1 

i 

1 

1 

8’ 

1  i  l 

i 

i 

i 

! 

1 

I 

I  8' 

1.5  2.5 

4.5 

7 

10 

1 

S 

10 

7 

4.5 

3 

2 

k 

.5  1  1.5 

2.5 

4 

6 

6.5 

6 

4.5 

3 

1.5 

1 

•5_L 

i  i  i 

1 

i 

1 

1 

i 

1 

1 

1 

1  io' 

1  1 

i 

i 

i 

i 

i 

i 

i 

i 

1  10* 

1.5  2  3 

4.5 

b 

7 

7.5 

7 

6 

4.5 

3 

2 

J;5_i 

.5  1.5  1.5 

2.5 

3.5 

4 

4.5 

4 

3.5 

3 

1.5 

1.5 

i_L 

f  I 

i 

i 

1 

i 

i 

i 

i 

1  12' 

i  1 

i 

1 

i 

1 

I 

i 

i 

i 

12 

1.5  1.5  2.5 

3.5 

4.5 

5 

3 

5 

5.5 

5 

3.5 

3 

2 

Ji? _ L 

£  1  1.5 

1.5 

2.5 

3 

3 

3 

2.5 

2 

1.5 

1 

1 

12'  10'  8' 

6' 

4' 

2' 

0 

2' 

4' 

6' 

S' 

ib' 

12' 

12'  10'  8' 

6’ 

4' 

2' 

6 

2' 

4’ 

6’ 

6' 

io’ 

\i 

No.  G-449Z. 
6*4494 

dS 

No.G-4496 

G-4498 

Parallel  to  Lamps 

Right  Angles  to  Lamps 

Parallel  to  Lamps 

Right  Angle 

to  Lamps 

( 

( 

>• 

1.5  2.5  5 

10.5 

23 

305 

45.5 

37 

24 

if 

6 

3 

.5  1  25 

5.5 

125 

22 

26.5 

22.5 

125 

7 

3 

1.5 

I  1 

L 

i  i  i 

i 

i 

1 

i 

I 

i 

1  e' 

i  i  i 

i 

i 

i 

! 

i 

i 

1 

I 

1  8 

2  3  SS 

10 

16 

23 

27 

23 

16.5 

10.5 

45 

4 

2  3.5 

6 

as 

113 

13.5 

135 

10 

6.5 

35 

z 

,:3_ i- 

i 

I 

i 

1 

f 

i 

1 

l  io’ 

i  i  i 

1 

1 

i 

1 

1 

1 

i 

10“ 

3  5  7 

10 

13.5 

16 

18 

165 

14 

10 

7 

4.5 

’ 

1.5  3  4 

6 

e 

9 

10 

9.5 

8 

I 

4 

3 

i  i  i 

i 

i 

i 

] 

f 

i 

I 

i 

1  I2' 

i  i  i 

i 

i 

i 

1 

i 

1 

i 

1  12' 

3  4  6 

6 

10 

12 

13 

12.5 

II 

3 

6.5 

5 

3.5*  1 

1.5  2  3 

4 

55 

6.5 

7 

6.5 

6 

4.5 

15 

2.5 

12’  10’  8' 

6' 

4‘ 

2' 

6 

2" 

4' 

6’ 

8‘ 

ib’ 

12' 

IZ'  10'  6' 

6' 

4’ 

2' 

0 

A! 

6' 

8' 

ib' 

12* 

Note — All  Above  Readings  Taken  Under  Average  Room  Conditions  Using  3500°  White  Lamps. 


« 


61 


-o 


CL 


G" 


Fluorescent  Units  for  Show  Windows  and  Display  Racks 


G5001 


FINISH:  Box  sprayed  aluminum — spec¬ 
ular  alzak  reflectors. 

WIRING  EQUIPMENT:  Fixtures  are 
wired  with  two-lamp  high  power  factor 
ballasts.  Starting  compensators  fur¬ 
nished  as  recommended  by  fluorescent 
lamp  manufacturers  for  guick  starting 
and  longer  life.  All  ballasts,  lamphold¬ 
ers  and  wiring  eguipment  Underwrit¬ 
ers'  Approved. 

VOLTAGE:  All  fixtures  wired  for  110- 
125  volts,  60  cycle,  A.  C.  For  other  volt¬ 
age  or  freguency,  prices  on  request. 

INSTALLATION:  Mounting  holes  lo¬ 
cated  for  connection  to  ceiling  and 
wall.  Provision  in  ends  for  end-to-end 
mounting. 


Typical  Distribution  Chart 
oi  Window  Lights 


Fixture 

LAMPS 

Overall 

Shipping 

Power  Factor 

Number 

No.  of 

Size 

Length 

Weight 

% 

G4499 

1 

24" 

20W 

2414" 

9  lbs. 

90-100 

G5000 

1 

48" 

40W 

4814" 

17  lbs. 

90-100 

G5001 

2 

24" 

20W 

2414" 

14  lbs. 

95-100 

G5002 

2 

48" 

40W 

4814" 

24  lbs. 

95-100 

G5003 

4 

24" 

20W 

2414" 

20  lbs. 

95-100 

G5004 

4 

48" 

40W 

4814" 

37  lbs. 

95-100 

Larger  sizes  available — prices  on  request. 


G4590 


G4585— 15"  With  Outlet. 
G4586— 18"  With  Outlet 
G4587— 15"  No  Outlet. 
G4588— 18"  No  Outlet. 
G4589— 15"  With  Outlet. 
G4590— 15"  No  Outlet. 


FLUORESCENT  UNITS  for  BATHS,  KITCHEN  SINKS, 
BOOTHS,  WALL  NICHES,  ETC. 

G4585 — 15"  With  Convenience  Outlet  and  Shutter. 

G4586 — 18"  With  Convenience  Outlet  and  Shutter. 

G4587 — 15"  No  Outlet  with  Shutter. 

G4588 — 18"  No  Outlet  with  Shutter. 

G4589 — 15"  With  Convenience  Outlet. 

G4590— 15"  No  Outlet. 

G5007 — Chromium,  18". 

G5009 — Same  as  G5007  with  Convenience  Outlet. 

WIRING:  All  ballasts  are  single  lamp  low  power-factor  type.  Re¬ 
newable  starter  switches  furnished  and  mounted  in  receptacle 
attached  to  lampholder.  All  sockets  and  ballasts  are  wired  and 
mounted  in  position.  All  ballasts,  lampholders  and  wiring  equip¬ 
ment  Underwriters'  Approved. 

VOLTAGE:  All  fixtures  wired  for  110-125  volts,  60  cycles,  A.  C. 

FIXTURES  ON  THIS  PAGE  DO  NOT  BEAR  THE  FLEUR-O-LIER 

LABEL. 
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GUIDE  FOR  ESTIMATING  NUMBER  OF  FIXTURES 
REQUIRED  FOR  DESIRED  FOOTCANDLES 


For  testing  purposes  we  have  chosen  the  four  typical  types  of  windows,  as  shown,  to  secure  the  foot- 
candle  readings  given  in  the  charts  below.  These  values  may  be  used  as  a  guide  to  determine  the  size 
and  number  of  fixtures  needed.  Readings  as  shown  were  made  in  windows  with  light  trimmings  using 
3500°  white  lamps.  Intensities  with  Daylight  lamps  approximately  15%  less. 


FOOT-CANDLE  READINGS  IN  VARIOUS  ZONES  USING  FIXTURES  AS  SPECIFIED 


No.  of  Total  No.  Small  Window  Shallow  Window  Medium  Window  Large  Window 


Fixture 

Lamps 

Zone  A 

Zone  B 

Zone  C 

Zone  A 

Zone  B 

Zone  C 

Zone  A 

Zone  B 

Zone  C 

Zone  A 

Zone  B 

Zone  ( 

ONE-LAMP  FIXTURES 

1 — G4499 

1 — 20  watt 

27 

33 

33 

14 

21 

28 

14 

16 

21 

11 

9 

8 

2— G4499 

2 — 20  watt 

46 

53 

51 

24 

36 

60 

24 

29 

30 

20 

17 

15 

3 — G4499 

3 — 20  watt 

51 

56 

50 

30 

42 

63 

27 

32 

31 

25 

21 

17 

1— G5000 

1 — 40  watt 

67 

74 

67 

35 

55 

82 

34 

50 

45 

27 

24 

22 

2 — G5000 

2—40  watt 

80 

86 

69 

50 

71 

80 

44 

55 

48 

38 

31 

25 

3— G5000 

3 — 40  watt 

82 

88 

77 

51 

72 

79 

47 

54 

46 

40 

35 

28 

TWO-LAMP  FIXTURES 


1— G5001 

2 — 20  watt 

50 

66 

67 

25 

38 

72 

25 

33 

41 

21 

18 

16 

2— G5001 

4 — 20  watt 

92 

110 

110 

48 

73 

115 

45 

60 

66 

42 

34 

29 

3— G5001 

6—20  watt 

105 

120 

115 

60 

88 

130 

56 

71 

71 

50 

42 

34 

1— G5002 

2 — 40  watt 

125 

150 

140 

67 

110 

167 

64 

100 

92 

51 

45 

39 

2 — G5002 

4 — 40  watt 

150 

170 

140 

96 

140 

170 

86 

110 

100 

71 

60 

50 

3— G5002 

6 — 40  watt 

155 

175 

160 

100 

145 

175 

92 

110 

95 

80 

65 

58 

FOUR-LAMP  FIXTURES 


1— G5003 

4 — 20  watt 

94 

135 

185 

46 

77 

180 

44 

67 

97 

40 

38 

34 

2— G5003 

8 — 20  watt 

165 

215 

280 

86 

140 

265 

85 

120 

150 

76 

74 

66 

3 — G5003 

12 — 20  watt 

190 

250 

300 

115 

175 

300 

100 

150 

165 

100 

91 

74 

1— G5004 

4 — 40  watt 

225 

330 

375 

120 

230 

400 

115 

210 

220 

100 

98 

86 

2— G5004 

8 — 40  watt 

275 

355 

375 

170 

280 

400 

165 

240 

250 

135 

130 

HO 

3— G5004 

1 2 — 40  watt 

275 

365 

385 

175 

280 

400 

170 

230 

235 

160 

145 

120 

This  Method  of  Specifying  Light  Values  for  Show  Window  Lighting  Is  in  Accordance  with 
Recommendations  Made  by  the  Lamp  Department  of  General  Electric  Co. 
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Fluorescent  Lighting  Fixtures 


Fixture 

Lamps 

Overall  Dimensions 

Canopy 

Power 

Shipping 

Type 

Number 

No.  of 

Size 

Length 

Height 

Width 

Size 

Factor  % 

Weight 

Suspension 

G4595 

2 

48"  40W 

48  W " 

36" 

8  Vi" 

17"  X  5"  X  1" 

95-100 

36  lbs. 

Ceiling 

G4594 

2 

48"  40W 

48  Vi " 

7" 

8  Vi" 

95-100 

32  lbs. 

Ceiling 

G4596 

2 

24"  20W 

24  Vi" 

7" 

8  Vi" 

95-100 

18  lbs. 
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Candlepoiver  Distribution 

No.  G-4594  and  G-4595  FLUORESCENT  UNIT 


Lamps: 

Two  —  48  inch  (40  watts); 
118  volts;  2100  lumens  (total 
lumens  4200)  T-12  —  3500° 
white  fluorescent  bulb. 

Unit: 

White  painted  enamel 
housing  with  translucent  bent 
glass  panel. 

Test: 

Candlepower  distribution 
in  three  vertical  planes  in¬ 
tersecting  in  the  center  of  the 
unit;  A-A  normal,  B-B  paral¬ 
lel  and  C-C  45°  to  the  tubes. 

Light  output  in  per  cent  of 
bare  lamps  —  69%. 


Angles 

CANDLEPOWER 

Plane 

A-A 

Plane 

B-B 

Plane 

C-C 

180° 

70 

70 

70 

175° 

70 

70 

70 

165° 

70 

70 

70 

155° 

90 

70 

70 

145° 

145 

70 

80 

135° 

200 

70 

115 

125° 

200 

60 

160 

115° 

200 

55 

150 

105° 

200 

35 

125 

95° 

240 

20 

135 

90° 

260 

0 

160 

85° 

290 

20 

190 

75° 

350 

80 

250 

65° 

400 

170 

330 

55° 

450 

270 

390 

45° 

500 

360 

450 

35° 

520 

430 

500 

25° 

540 

490 

540 

15° 

550 

520 

550 

5° 

550 

550 

550 

0° 

550 

550 

550 

Plane  A-A  Plane  B-B 
• - -  O - O 


Plane  C-C 
X - X 


APPLICATION:  This  line  of  glass  shielded  fluorescent  fixtures  has  been  designed 
especially  for  the  lighting  of  fine  stores  and  offices  and  is  particularly  adaptable  to 
low  ceilings  and  continuous  mounting. 

LIGHTING  CHARACTERISTICS:  As  the  candle-power  curve  indicates,  a  portion  of  the 
light  is  directed  upward,  thus  avoiding  any  possibility  of  a  dark  ceiling.  The  special 
alba  glass  is  designed  particularly  for  use  with  the  fluorescent  lamp.  It  has  a  very 
high  transmission  factor,  but  at  the  same  time  diffuses  the  light  to  such  an  extent  that 
glare  is  eliminated.  The  result  is  an  unusually  efficient  unit  as  indicated  above. 

FINISH:  The  metal  parts  of  the  fixtures  are  finished  in  satin  aluminum  with  the  cast 
end  plates  finished  in  polished  chrome,  to  make  a  very  pleasing  ensemble  that  blends 
well  with  any  decorative  scheme.  Reflecting  surface  is  a 
highly  efficient  white. 

MAINTENANCE:  So  essential  to  lighting  efficiency,  has  been 
made  a  very  simple  matter  by  providing  a  hinged  arrange¬ 
ment  for  the  glass  supporting  straps,  as  indicated  in  the 
accompanying  cut.  This  makes  it  unnecessary  to  remove  or 
slide  the  glass  for  cleaning  or  lamp  replacement.  This 
feature  is  particularly  advantageous  in  continuous  mounting 
installations. 

WIRING:  Fixtures  are  wired  complete  with  two-lamp,  high-power  factor  ballasts,  starting 
compensators,  replaceable  starting  switches  and  lamp  holders.  All  wiring  equipment 
underwriters  approved.  Standard  wiring  is  for  110-125  volts,  60  cycle  A.  C.  For  other 
voltage  or  frequency,  prices  on  request. 

TEMPERATURE:  Adequate  provision  has  been  made  for  properly  ventilating  the  ballasts. 
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Residential  Fluorescent 


G4592 — 3  It.- — 20  watt  24"  lamps — low  power  factor  ballasts.  All  wiring 
equipment  Underwriters  approved.  Width  103/4",  length  25 Vi",  height 
43/4".  Finished  in  white  enamel  and  chrome.  Ceramic  decoration  on 
bottom  glass  panel.  Side  panels  sanded. 


ADAPTER  UNIT  FOR  KITCHENS,  BATHS,  ETC. 

G4591 — 2  It. — 20  watt  24"  lamps — low  power  factor  ballasts.  All  wiring 
equipment  Underwriters  approved.  Durable  baked  white  enamel  finish. 
Adapter  is  proper  size  for  4"  ceiling  or  suspension  fitter.  Modernize  your 
lighting  by  simply  removing  the  old  glass  from  your  4"  fitter  and  replace 
with  this  trim  fluorescent  fixture.  Width  6",  length  24 lA" . 


G4593 — 3  It. — 20  watt  24"  lamps — low  power  factor  ballasts.  All  wiring  equip¬ 
ment  Underwriters  approved.  Width  12Vfe",  length  25Vfe",  height  IVz". 
Finished  in  white  enamel  and  chrome.  Ceramic  decoration  on  glass 
panels. 
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General  Utility  Fluorescent  Fixtures 


G4501  —  G4502 


No.  of  Lamps 
and  Size 

Finish 

Length 

Fixture  Size 

Width 

Height 

Low  Power-Factor  50-60% 

Cat.  No. 

High  Power-Factor  90-100% 
Cat.  No. 

1  —  18'' — 15  watt 

Face — Baked 

19" 

23/4" 

3y2" 

G4501 

G4502 

1 — 24'' — 20  watt 

White  Enamel. 

25" 

2%" 

3V2" 

G4503 

G4504 

1 — 36" — 30  watt 

Balance — Mottled 

37" 

23A" 

3V2" 

G4505 

G4506 

1 — 48" — 40  watt 

Baked  Aluminum. 

49" 

23A" 

3l/2" 

G4507 

G4508 

G4511  —  G4512 


No.  of  Lamps 

Fixture  Size 

Low  Power-Factor  50-60% 

High  Power-Factor  90-100% 

and  Size 

Finish 

Reflector— Baked 

Length 

Width 

Height 

Cat.  No. 

Cat.  No. 

24" — 20  watt 

White  Enamel. 

25" 

6" 

AlA" 

G4509 

G4510 

-48"- — 40  watt 

Outside — Mottled 
Baked  Aluminum. 

49" 

6" 

4/4" 

G4511 

G4512 

G4518 


END  VIEWS 


G4518 


No.  of  Lamps 
and  Size 

Finish 

Length 

Fixture  Size 

Width 

1 — 24" — 20  watt 

Reflector — Baked 

25" 

63/4" 

1 — 48" — 40  watt 

White  Enamel. 

49" 

63/4" 

2 — 24" — 20  watt 

Outside- — Mottled 

25" 

8  3A" 

2 — 48" — 40  watt 

Baked  Aluminum. 

491/2" 

9" 

Low  Power-Factor  50-60%  High  Power-Factor  90-100% 


Height  Cat.  No.  Cat.  No. 

41/2"  G4513  G4514 

41/2''  G4515  G4516 

5"  .  .  G4517 

5"  .  .  G4518 


All  fixtures  are  wired  complete  with  Underwriters'  Approved  ballasts,  sockets  and  replaceable  starters. 
Two-lamp  ballast  and  starting  compensators  used  for  two-light  fixtures.  Standard  wiring  is  110-125  volt, 
60  cycle,  A.  C. 

Knockouts  and  punchings  provided  for  all  types  of  mounting.  Knockouts  in  ends  permit  end-to-end 
mounting. 

FIXTURES  ON  THIS  PAGE  DO  NOT  CARRY  THE  FLEUR-O-LIER  LABEL 
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Indirect  for  Silvered 
Bowl  Lamps 

PLASTIC  BOWL 

A  luminous  bowl  fixture  of  graceful  simplicity  with 
all  advantages  of  unsurpassed  efficiency  and  ease 
of  maintenance.  Low  operating  cost  assured  by  use 
of  bowl-silvered  lamps.  Plastic  bowl — minimum  cost. 

FINISH:  Hanger  Satin  Chromium. 

Catalog  No.  Wattage  Diameter  Length 

G4597  300  19V6"  30" 

G4598  500  19  V2"  30" 

U.  S.  Patent  Number  2102462,  7596725  and  87964 


Electrical  Testing  Laboratories 

New  York.  N.  Y. 

report  do.  160493  order  no.  74818-S  PLATE  no  31375 

CANDLEPOWER  DISTRIBUTION 
PLASTIC  REFLECTOR* 


LUMINAIRE  DISTRIBUTION  DATA 


Mean  Vortical 


353 


690 


890 


965 


1000 


660 


102 


219 


412 


606 


993 


856 


146 


_28.3 

33.4 


_39.8 

44.3 

48.2 

51 

.  53.5 


LIGHT  FLUX  VALUES 


90.5 


LUMINAIRE  BRIGHTNESS 


CANDLEPOWER  PER  SQUARE  INCH 
lows  INDICATE  THE  LOCATION  ANO  ANCLE 


On*  unit  subaltted  57  client  end  tested  In 
ecoordenee  with  client's  Instructions. 


Leap  -  300  Wetts;  115  Volte;  5580  LuaenA; 
PS35  Inside-  s- 

Frosted  Sllre red-  2®" 

Bowl  Bulb;  C-7A 

Fllaaent ;  _ 

Mogul  Base .' 

Generel 
Service. 


Unit  - 

Cowpoeltloa — r 
neterlel.  ' 


Locations  A  B  C  D  E _ F_  G  H _ I _ J _ K _ L  M 


cp  pep  60.  in  -  -  -  -  0.6  0.4  -  0.2  0.5  0.4  -  0  6  • 

j,  -  ff  *E.T.L.  Identification  No.  10322 

TESTED  BY  -Jlvd. _ *■  j  I  ‘  PLOTTED  ByC-^>'7(7  ~~  COMPJASCWBY  CHECKED  BY  ISSUED.  Jenuerr  4.  1940. 

ENQINEER  IN  Q54ARGC  OP  PHOTOMETRY  IN  CHARGE  OF  TEST 

IIP* 

METAL  BOWL 

Maximum  efficiency,  as  the  design  follows  the  light 
distribution  curve  of  the  bowl-silvered  lamp.  Its  shal¬ 
low  bowl  makes  this  fixture  exceptionally  unobtrusive, 
particularly  when  installed  in  large  open  areas. 


FINISH: 

Bowl  in  Eggshell 
Chromium. 

Finish. 

Hanger  Satin 

Catalog  No. 

Wattage 

Diameter 

Length 

G4599 

200 

17" 

24" 

G4600 

300 

19" 

30" 

G4601 

500 

19" 

CO 

o 

U.  S.  Patent  Number  87964  and  2102462 


METAL  BOWL 
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G4560,  G4561,  G4562.  G4563 


Fixture  No. 

Glass  No. 

Hojder 

Glass  Size 

G4560 

6767 

4" 

10"  X  4" 

G4561 

6768 

6" 

12"  x  6" 

G4562 

6769 

6" 

14"  x  6" 

G4563 

6770 

6" 

16"  x  6" 

Pendant  type  units,  with  safety  device  inside 
holder;  no  screws;  deep  flanged  canopy  with 
knockout;  satin  chrome  finish;  length  of  fixture  no 
glass  24";  wired  with  medium  base  porcelain 
socket. 


G4194 — 1  Light,  semi-indirect  unit;  finished  in  satin  alu¬ 
minum  and  chrome;  length  26";  width  16";  wired  with 
regular  base  socket,  suitable  for  lamp  up  to  200  watt. 

G4195 — Same  as  G4194  except  length  30";  width  18"; 
wired  with  mogul  socket;  suitable  for  300  to  500-watt 
lamp. 


G4440 

G4440 — 3  Electric;  length  7";  spread  13";  finish 
chrome;  No.  7071  white  12"  bowl;  crystal 
louvre  bottom;  wired  with  keyless  sockets. 


G  4192 


G4192 — 1  Light,  ceiling  type  with  two  louvres  and 
grille  louvre  at  the  bottom;  finished  in  satin  alu¬ 
minum  and  chrome;  length  13";  width  14";  wired 
with  regular  base  socket;  suitable  for  lamp  up 
to  150-watt. 


(  V 
•  , 


G4564,  G4565,  G4566,  G4567,  G4568 

Ceiling  type  units,  with  safety  device 
inside  holder;  no  screws;  deep  flanged 
canopy  with  knockout;  satin  chrome 
finish;  wired  with  medium  base  porce¬ 
lain  sockets. 

Fixture  No. 

G4564 
G4565 
G4566 
G4567 
G4568 


Glass  No. 

Holder 

Glass  Size 

6766 

4" 

co 

X 

6767 

4" 

10"  x  4" 

6768 

6" 

12"  x  6" 

6769 

6" 

14"  x  6" 

6770 

6" 

16"  x  6" 
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Indirect  Louvre  Fixtures 

G3700 — 1  Light  pendant  fixture;  ivory  and  chromium 
plate;  keyless  socket;  three  louvres;  diameter 
top  louvre  14";  lamp  wattage  100-200;  length 
30". 

G3701 — 1  Light  pendant  fixture;  finished  in  ivory  and 
chromium  plate;  keyless  mogul  socket;  four 
louvres;  diameter  of  top  louvre  ISV2";  lamp  wat¬ 
tage  300-500;  length  36". 

With  special  socket  and  switch  for  mazda  double 
filament  150-200-350-watt  lamp,  add  $4.40  to  list 
price. 


G3697 — 1  Light  bracket;  finished  in  ivory  and  chro¬ 
mium  plate;  canopy  switch;  three  louvres;  di¬ 
ameter  of  top  louvre  6";  lamp  wattage  60-75; 
length  9”. 

G3698 — 1  Light  ceiling  fixture;  finished  in  ivory  and 
chromium  plate;  keyless  socket;  two  louvres; 
diameter  of  top  louvre  10";  lamp  wattage  75- 
100;  length  14". 

G3699 — 1  Light  torchere;  ivory  and  chromium  plate; 
key  socket;  three  louvres;  diameter  top  louvre 
1314";  lamp  wattage  200;  height  5'6". 

With  special  socket  and  switch  for  new  mazda 
double  filament  150-200-watt  lamp,  add  $4.40  to 
list  price. 
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Chrome  Plated  Modern  Units 


G3359 — Pendant  fixture;  chromium  plated  finish;  No. 

6763  highly  translucent  white  glass  10"  x  16"  x 
6";  holder  6";  length  52". 

G3360 — Pendant  fixture;  chromium  plated  finish;  No. 

6764  highly  translucent  white  glass  9"x7V4"x 
4";  holder  4”;  length  43". 


G3361 — Ceiling  fixture;  chromium  plated  finish;  No. 
6765  highly  translucent  white  glass  12"  x  10  V2"  x 
6";  holder  6";  length  16". 

G3362— Ceiling  fixture;  chromium  plated  finish;  No. 
6764  highly  translucent  white  glass  9"x7V4"x 
4";  length  13". 
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Standard 

Commercial  Units 


G4540,  G4541 


G4418,  G4478,  G4479 


Polished  Chrome  Finish 


Fixture  No.  Lights 

Length 

Spread 

Glass  No 

G4418  1 

4" 

614" 

7053 

G4478  2 

414" 

8%" 

7069 

G4479  3 

41/2" 

10%" 

7070 

Wired  with  keyless  sockets. 


G3423,  G3424,  G3425,  G3426 


Pendant  type  units;  deep  flanged  canopy  with  knock¬ 
out;  length  of  fixture  no  glass  36";  wired  with  medium 


base  sockets. 

Fixture  No.  Finish 

G4540  Chromium 

G4541  Stat.  Bronze 


Holder  Glass  No.  Glass  Size 

6"  7084  14" x 6" 

6"  7084  14" x 6" 


Pendant  type  units;  deep  flanged  canopy  with  knock¬ 
out;  wired  with  slow  burning  wire  and  medium  base 
porcelain  socket;  length  of  fixture  without  glass  36". 


White  glass  with  clear  lines  and  clear  crystal  louvres 
on  the  underneath  part  of  the  unit,  resulting  in  very 
efficient  lighting  on  the  working  plane. 


Fixture  No. 

Holder 

Finish 

Glass  No. 

Glass  Size 

G3423 

4" 

Stat.  Bronze 

6767 

10"  X  4" 

G3424 

6" 

Stat.  Bronze 

6768 

12"  x  6" 

G3425 

6" 

Stat.  Bronze 

6769 

14"  x  6" 

G3426 

6" 

Stat.  Bronze 

6770 

16"  x  6" 

G4577 

4" 

Chromium 

6767 

10"  x  4" 

G4578 

6" 

Chromium 

6768 

12"  x  6" 

G4579 

6" 

Chromium 

6769 

14"  x  6" 

G4580 

6" 

Chromium 

6770 

16"  x  6" 

Ceiling  type  units;  deep  flanged  canopy 
with  knockout,  offset  straps,  lugs  and  screws; 
wired  with  pigtail  porcelain  receptacle. 


Fixture  No. 

G3419 
G3420 
G3421 
G3422 
G4581 
G4582 
G4583 
G4584 

G3419,  G3420,  G3421,  G3422 


Holder 

Finish 

Glass  No. 

Glass  Size 

4" 

Stat.  Bronze 

6767 

10"  X  4" 

6" 

Stat.  Bronze 

6768 

12"  x  6" 

6" 

Stat.  Bronze 

6769 

14"  x  6" 

6" 

Stat.  Bronze 

6770 

16"  x  6" 

4" 

Chromium 

6767 

10"  x  4" 

6" 

Chromium 

6768 

12"  x  6" 

6" 

Chromium 

6769 

14"  x  6" 

6" 

Chromium 

6770 

16"  x  6" 

Ceiling  type  units;  deep  flanged  canopy 
with  knockout;  wired  with  medium  base 
sockets. 


Fixture  No. 

Finish  Holder 

Glass  No. 

Glass  Size 

G4542 

Chromium 

6" 

7084 

14" 

x  6" 

G4543 

Stat.  Bronze 

6" 

7084 

14" 

x  6" 

G4575 

Chromium 

4" 

7082 

83/s" 

x  4" 

G4576 

Stat.  Bronze 

4" 

7082 

8%" 

x  4" 
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G4173 — 2  Light;  chromium  finish;  fixture 
size  914"  x43/4";  No.  6933  8"  opal  bowl. 


G3591 — 1  Light;  statuary- 
bronze  finish;  diameter 
at  ceiling  5”;  length  to 
bottom  of  receptacle 
3tt". 


G3 4 3 2 — Chrome 
G2003 — White  Enamel 


G3432 — 1  Light;  chrome  finish;  length  8"; 
width  6";  keyless  socket;  No.  6386  white 
shade. 

For  pull  socket,  add  to  list  36c. 

G2003 — 1  Light;  white  enamel  finish;  No. 
6386  white  shade. 


G3686 


G3686 — 1  Light;  black  fin¬ 
ish;  reflector  7  Vi"  porce¬ 
lain  enamel,  green  out¬ 
side,  white  inside;  ex¬ 
tends  1 1 V2";  porcelain 
keyless  socket. 


G3834 

G3834 — 1  Light;  black  finish;  extends  27"; 
reflector  12"  diameter;  white  porcelain 
enamel  inside,  green  outside;  suitable  for 
lamp  up  to  200  watts;  wired  with  porcelain 
keyless  socket. 


G2496 


G2496 — 1  Light;  statuary 
bronze  finish;  red  tri¬ 
angular  ball  No.  6538 
lettered  three  sides; 
wired  with  keyless  re¬ 
ceptacle;  314"  holder. 


G3433 — Chrome 
G2004 — White  Enamel 

G2004 — Finished  in  white  enamel;  pull 
socket  strap  and  No.  6385  white  shade; 
back  plate  43A";  extends  8". 

G3433 — Same  as  G2004,  but  finished  in 
chromium  plate. 


G3301 


G3301 — 1  Light;  statuary  bronze  finish; 
red  wedge-shape  ball  No.  6755  lettered 
two  sides;  wired  with  keyless  recep¬ 
tacle;  314"  holder. 


G3735,  G3736 

G3735 — 1  Light,  surface  type;  no  guard; 
spray  black  finish;  made  of  iron;  6"  x 
12"  x  3",  letters  5";  keyless  socket. 

G3736 — Same  as  G3735,  but  with  guard. 


G3737,  G3738 

G3737 — 1  Light,  flush  type  with  guard; 
spray  statuary  bronze  finish;  made  of 
iron;  face  size  8"  x  14”;  insert  box  6V2" 
x12V2"x3";  letters  5";  keyless  socket. 

G3738— Same  as  G3737  without  guard. 
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G3987 


G3987 — Made  of  copper;  back  plate 
and  strap  support  are  bronze 
metal;  black  finish;  clear  glass; 
wired  with  porcelain  keyless 
socket;  extends  9";  length  over¬ 
all  19 Vz";  lantern  only,  without 
loop,  height  13";  diameter  of  roof 
61%6'';  back  plate  4%"  x  45/8". 


G4285 — 1  Light  hexagon  lantern;  made  of 
heavy  copper;  finished  in  statuary  bronze; 
equipped  with  six  panels  antique  amber 
glass;  length  23";  extends  9V2";  wired  with 
porcelain  keyless  socket. 


G4287 — 1  Light  bracket,  of  heavy  copper;  finish, 
statuary  bronze;  equipped  with  6"  x  12"  C.  R.  I. 
cylinder  No.  7030;  length  20 V2";  extends  814"; 
back  plate  414"  x  13%";  wired  with  porcelain 
keyless  socket. 


G3545 


G4115 

G4115  — 1  Light  bracket  lan¬ 
tern;  made  of  heavy  copper 
with  back  plate  and  arm  of 
bronze  metal,  finished  in 
black  and  equipped  with 
clear  glass  panels;  wired 
with  porcelain  keyless 
socket;  lantern  814"  x  11"; 
length  13";  back  plate  A5/a" 
x  A5/s". 


G3545 — 1  Light  bracket  type;  made  of 
copper,  finished  in  black;  clear  glass 
panels;  lantern  714";  extends  8V2"; 
length  overall  17";  wired  with  porce¬ 
lain  keyless  socket;  no  lamp. 


G3544 

G3544 — 1  Light  ceiling  type  lantern; 
made  of  copper,  finished  in 
black;  clear  glass  panels;  lantern 
714";  length  overall  18";  wired 
with  porcelain  keyless  socket. 


G3650  —  1  Light  bracket;  made  of 
heavy  copper;  amber  glass  pan¬ 
els,  and  wired  with  porcelain 
keyless  socket;  cast  bronze  back 
plate  ll1/2,'x4";  extends  10"; 
length  overall  18". 
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G4552 

G4552 — Post  Light — 1  Light;  black 
and  brass  finish;  height  16"; 
roof  of  cage  9V2";  cage  under 
roof  7V2"  at  top;  5"  at  bottom; 
7  V: 2"  high;  base  3V2";  clear 
glass  panels. 


G3807 


G3807 — Antique  copper  finish; 
bVz"  back;  extension  7/4";  lan¬ 
tern  5"  x  6"  x  3V2";  copper  metal 
with  No.  6919  amber  black  line 
glass;  porcelain  keyless  socket. 


G4605 — 1  Electric;  finished  black 
and  brass;  back  plate  4”  x  5"; 
extension  7/4";  lantern  cage  5" 
x  6";  length  17";  clear  glass; 
wired  with  keyless  socket. 


G3760 


G3760 — Made  of  copper;  finished 
in  black;  size  of  lantern  10!4"  x 
14"x5V2";  length  overall  19"; 
clear  glass  panels;  wired  with 
porcelain  keyless  socket. 


G4804 

G4604 — 1  Light;  finished  black  and 
brass;  cage  61/2"x43/s";  exten¬ 
sion  5  Vs";  overall  length  7V, 2"; 
wired  with  keyless  socket;  clear 
glass  lens. 


G4559 


G4559  —  1  Light;  extends  5Vfe"; 
height  8V2";  antique  copper  fin¬ 
ish;  amber  glass. 


G3759 

G3759 — Made  of  copper;  finished 
in  black;  size  of  lantern  10V4"  x 
14"x5V2";  extends  13";  clear 
glass  panels;  wired  with  porce¬ 
lain  keyless  socket. 


G4603 

G4603 — 1  Light;  finished  black  and 
brass;  length  overall  7%";  cage 
6V2"x4%";  wired  with  keyless 
socket;  clear  glass  lens. 


G4602 

G4602 — Antique  copper  finish; 
length  8";  canopy  41/2"  diam¬ 
eter;  wired  with  keyless  socket; 
No.  6000  6"x3V4"  opal  ball. 
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Out'Door  Lanterns 


G4176  —  Finish,  antique  copper; 
length  6 Vs";  canopy  4V2";  wired 
with  keyless  socket;  No.  6968  clear 
glass  lens.  No  lamp. 

G4177  —  Finish,  antique  copper; 
length  814”;  extends  6V2";  wired 
with  keyless  socket;  No.  6968  clear 
glass  lens. 

G4178  —  Finish,  antique  copper; 
length  7  V2 " ;  canopy  414";  wired 
with  keyless  socket;  No.  6989  crys¬ 
tal  ball. 


G4179 — Finish,  black;  length  85/8”; 
back  45/8”;  extends  414'';  wired 
with  keyless  socket;  prismatic 
glass  panels. 

G4180 — Finish,  black;  length  7”; 
back  414'';  extends  5 V2 ' ' ;  wired 
with  keyless  socket;  prismatic  glass 
panels. 

G4181 — Finish,  black;  length  914"; 
extends  514'';  wired  with  keyless 
socket;  prismatic  glass  panels. 


G4182 — Finish,  black;  length  9”; 
canopy  4%”;  lantern  514''  x  514"; 
wired  with  keyless  socket;  pris¬ 
matic  glass  panels. 

G4183 — Finish,  black;  length  8”; 
canopy  45/8”;  wired  with  keyless 
socket;  prismatic  glass  panels. 

G4184 — Finish,  black;  length  914''; 
extends  7”;  wired  with  keyless 
sockets;  prismatic  glass  panels. 
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G-4313 


G-4315 


G-4314 


G-4317 


G-4316 


G-4318 


G  -43  2 O 


G-4319 


G4312 — 1  Electric;  length  10";  extends  5"; 
finish  black;  prismatic  glass  panels;  wired 
with  keyless  socket. 

G4313 — 1  Electric;  length  IIV2";  spread  6Va"; 
finish  black;  prismatic  glass  panels;  wired 
with  keyless  socket. 

G4318 — 1  Electric;  length  9 3A";  extends  7"; 
finish  black;  prismatic  glass  panels;  wired 
with  keyless  socket. 


G4315 — 1  Electric;  length  1 1  Vh";  spread  6"; 
finish  black;  prismatic  glass  panels;  wired 
with  keyless  socket. 

G4314 — 1  Electric;  length  14";  extends  6V2"; 
finish  black;  prismatic  glass  panels;  wired 
with  keyless  socket. 

G4320 — 1  Electric;  length  93/4";  extends  5"; 
finish  antique  copper;  prismatic  glass  pan¬ 
els;  wired  with  keyless  socket. 


G4316 — 1  Electric;  length  1214";  extends  63/4"; 
finish  antique  copper;  clear  glass  globe; 
wired  with  keyless  socket. 

G4317 — 1  Electric;  length  1214";  spread  6"; 
finish  antique  copper;  clear  glass  globe; 
wired  with  keyless  socket. 

G4319 — 1  Electric;  length  10";  spread  63/V 
finish  black;  prismatic  glass  panels;  wired 
with  keyless  socket . 
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Lanterns  Finished  in  High-Lighted  Stained  Bronze 


G3319 — Lantern  made  of  solid  cast  bronze;  No.  6776 
golden  frosted  globe,  with  clear  lines;  porcelain 
keyless  socket;  back  plate  5%'';  length  145/s"; 
extends  8 14". 

G3320  —  Federal  period  design,  made  of  cast  bronze 
and  spun  copper;  No.  6777  amber  crackled 
globe;  porcelain  keyless  socket;  length  125/8"; 
extends  83A". 

G3321 — Colonial  pattern,  made  of  solid  cast  bronze 
and  spun  copper;  No.  6778  frosted  amber  globe; 
porcelain  keyless  socket;  back  plate  514";  length 
125/8";  extends  914''. 


G3351 — Attractive  unusual  type  bracket  of  solid  cast 
bronze;  length  1214";  extends  6 3A";  can  be  used 
either  upright  or  inverted  position;  No.  6779 
square  globe  made  of  crackled  amber  glass, 
41/2";  porcelain  keyless  socket;  fitter  314". 

G3352 — The  cat  and  moon  lantern,  made  of  solid 
cast  bronze;  length  18 Vs";  extends  714";  No.  6781 
amber  crackled  cylinder  4"  x  7";  porcelain  key¬ 
less  socket. 

G3442 — English  lantern,  made  of  solid  cast  bronze; 
No.  6780  amber  crackled  cylinder;  length  135/8"; 
extends  7". 
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. . .  Instructions . . . 


Outlet  Attachments: 

Fixtures  are  equipped  with  hickeys  or  straps  for  attaching  to  %"  studs  in  outlet 
boxes  and  are  regularly  supplied  in  this  way.  Crowfeet  for  knob  and  tube  wiring 
can  be  furnished  if  called  for  on  order. 

Lengths  and  Finishes: 

Prompt  shipment  can  be  made  of  all  fixtures  shown  in  this  catalog  when  ordered 
as  described.  Changes  in  length  and  finish  will  entail  slight  delay.  An  extra 
charge  will  be  made  for  extra  lengths  and  special  finishes,  depending  upon  the 
fixture  that  is  changed,  because  these  fixtures  are  not  manufactured  in  our  regular 
schedule  and  our  cost  to  produce  them  is  considerably  more.  Extra  length  on  brass 
tube  stem  fixtures  will  be  billed  at  95  cents  per  foot  and  on  chain  stem  fixtures  at  70 
cents  per  foot.  Except  where  specifically  mentioned  under  fixture  extra  length  up 
to  one  foot  will  be  charged  at  the  price  of  one  foot.  Regularly  plated  brass  finishes 
take  an  extra  charge  of  20  per  cent  and  30  per  cent  for  silver.  The  finish  on  iron 
or  aluminum  fixtures  cannot  be  changed. 

Breakage: 

We  will  not  be  responsible  for  breakage  or  damage  to  goods  in  transit.  Every  care 
and  precaution  is  taken  to  pack  and  ship  your  goods  in  perfect  condition.  Should 
a  shipment  reach  you  in  bad  order,  immediately  notify  your  local  agent  and  have 
them  make  note  of  this  condition  upon  your  expense  bill  and  file  your  claim  with 
transportation  company. 

Wiring  of  Fixtures: 

All  fixtures  are  wired  and  assembled  as  nearly  ready  for  installation  as  is  consistent 
with  safe  transportation  and  all  electrical  devices,  such  as  wire,  sockets,  switches, 
convenience  outlets,  etc.,  are  approved  by  the  National  Board  of  Fire  Underwriters. 

Standard  Finish: 

Fixtures  will  be  shipped  in  the  finish  described  in  the  catalog.  Where  it  is  men¬ 
tioned  in  the  book  that  more  than  one  finish  is  obtainable,  specify  clearly  the  finish 
desired. 

Returned  Goods: 

Do  not  return  any  goods  without  instructions  from  us.  Where  permission  is  given, 
the  return  transportation  charge  must  be  prepaid  and  there  will  be,  in  addition,  a 
service  charge  of  15  per  cent. 

Boxing  and  Packing: 

No  extra  charge  is  made  for  boxing  or  packing. 

No  lamps  are  included  in  the  price  of  any  fixture. 

Prices: 

Prices  shown  in  this  catalog  are  F.  O.  B.  St.  Louis,  Mo.,  and  supersede  all  previous 
prices  and  are  subject  to  change  without  notice. 

GROSS  CHANDELIER  CO. 
St.  Louis,  Mo. 
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Fixture  No. 

Page  No. 

List 

Fixture  No.  Page  No. 

List 

G2003 

54-73 

$  1.94 

G3627 

.  .  .  48 

$  7.15 

G3974 

12 

$16.00 

G4153 

54 

$  3.90 

G2004 

54-73 

2.18 

G3638 

50 

3.60 

G3980 

12 

9.85 

G4154 

54 

4.95 

G2306  .  . 

4 

179.40 

G3639 

50 

2.72 

G3987 

74 

31.00 

G4155 

54 

4.21 

G2496 

73 

6.15 

G3650 

74 

43.50 

G3997 

47 

24.15 

G4156 

54 

2.65 

G2606 

4 

222.40 

G3652 

14-48 

10.25 

G4023 

7 

30.00 

G4157 

54 

2.20 

G2925 

55 

2.90 

G3673 

41 

6.45 

G4024 

7 

29.20 

G4158 

53 

6.18 

G3104 

34 

24.75 

G3674 

37 

2.40 

G4026 

6 

49.16 

G4159 

53 

7.85 

G3105 

34 

39.90 

G3684 

50 

9.35 

G4029 

51 

9.45 

G4160 

51 

1.52 

G3106 

34 

8.00 

G3686 

73 

6.45 

G4040 

37 

2.25 

G4161 

51 

1.20 

G3132 

34 

17.50 

G3697 

70 

10.60 

G4041 

37 

3.05 

G4162 

51 

1.28 

G3162 

39 

31.35 

G3698 

70 

11.65 

G4044 

41 

6.45 

G4163 

51 

.96 

G3163 

39 

22.85 

G3699 

70 

31.80 

G4045 

41 

6.45 

G4166 

51 

6.36 

G3187 

39 

27.20 

G3700 

70 

19.10 

G4047 

49 

3.85 

G4167 

51 

8.40 

G3301 

73 

4.80 

G3701 

70 

27.60 

G4049 

49 

3.37 

G4169 

51 

3.00 

G3309 

55 

.48 

G3717 

37 

3.80 

G4050 

49 

3.20 

G4170 

51 

3.45 

G3319 

78 

19.80 

G3735 

73 

4.95 

G4058 

49 

6.78 

G4171 

51 

4.56 

G3320 

78 

16.25 

G3736 

73 

11.80 

G4059 

49 

6.48 

G4172 

51 

5.92 

G3321 

78 

15.60 

G3737 

73 

11.50 

G4064 

49 

6.80 

G4173  51 

-73 

4.70 

G3351 

78 

13.00 

G3738 

73 

8.95 

G4070 

22 

23.00 

G4174 

51 

5.95 

G3352 

78 

20.20 

G3759 

75 

33.10 

G4074 

22 

21.80 

G4175 

50 

2.96 

G3359 

71 

13.00 

G3760 

75 

27.25 

G4075 

22 

8.34 

G4176 

76 

3.05 

G3360 

71 

6.10 

G3777 

46 

11.15 

G4076 

22 

8.20 

G4177 

76 

4.40 

G3361 

71 

8.70 

G3778 

39 

30.00 

G4078 

22 

4.85 

G4178 

76 

2.34 

G3362 

71 

4.50 

G3780 

46 

12.30 

G4082 

22 

6.64 

G4179 

76 

4.25 

G3380 

37 

1.60 

G3781 

46 

8.00 

G4083 

5 

64.80 

G4180 

76 

3.66 

G3386 

37 

1.20 

G3782 

46 

6.85 

G4085 

10 

46.20 

G4181 

76 

4.25 

G3387 

37 

.96 

G3783 

46 

3.70 

G4086 

10 

42.00 

G4182 

76 

4.00 

G3405 

37 

1.52 

G3784 

46 

7.15 

G4087 

10 

27.42 

G4183 

76 

3.66 

G3406 

37 

1.32 

G3792 

47 

14.30 

G4088 

10-48 

9.70 

G4184 

76 

4.00 

G3419  .  . 

72 

3.65 

G3793 

31 

25.00 

G4089 

10 

9.55 

G4192 

69 

14.80 

G3420 

72 

4.80 

G3794 

31 

25.65 

G4090 

21 

45.30 

G4194 

69 

16.00 

G3421 

72 

6.10 

G3795 

31 

16.90 

G4091 

21 

27.10 

G4195 

69 

18.95 

G3422 

72 

7.05 

G3796 

31 

10.00 

G4092 

21-48 

5.21 

G4198 

38 

18.00 

G3423 

72 

4.45 

G3797 

49 

6.30 

G4093 

21 

10.23 

G4200 

43 

6.00 

G3424 

72 

5.60 

G3798 

31 

8.15 

G4094 

20 

24.90 

G4207 . 

43 

1.80 

G3425 

72 

6.90 

G3807 

75 

4.36 

G4095 

20 

14.25 

G4210 

43 

7.27 

G3426 

72 

7.85 

G3822 

11 

40.90 

G4096 

20 

5.95 

G4212 

43 

4.65 

G3429 

55 

4.75 

G3823 

11 

46.40 

G4097 

20 

20.52 

G4216 

38 

18.62 

G3430 

55 

.75 

G3824 

11 

22.94 

G4093 

20 

5.20 

G4217 

G3432 

54-73 

2.24 

G3825 

11 

12.44 

G4099 

40 

14.00 

No  Shade 

38 

9.10 

G3433 

54-73 

2.46 

G3826 

...  11 

10.48 

G4100 

40 

14.95 

With  Shade 

38 

11.20 

G3434 . . . 

53-54 

2.28 

G3833 

52 

3.02 

G4101 

28 

16.64 

G4218 

G3440 

53 

2.60 

G3834 

73 

10.65 

G4102 

40 

13.10 

No  Shade 

39 

9.45 

G3442 

78 

18.50 

G3838 

52 

3.11 

G4106 

5 

87.95 

With  Shade 

.39 

11.55 

G3489 

35 

2.50 

G3844 

52 

13.25 

G4107 

5 

67.85 

G4219 

40 

9.00 

G3491  . 

35 

4.90 

G3894 

52 

3.35 

G4109 

6 

55.96 

G4220 

40 

12.65 

G3492 

35 

13.50 

G3895 

52 

3.43 

G4113 

28 

29.00 

G4222 

39 

7.60 

G3493 

35 

9.70 

G3904 

49 

6.30 

G4115 

74 

22.75 

G4223 

41 

3.00 

G3494 

35 

23.00 

G3918 

38 

6.55 

G4117 

28 

21.85 

G4224 

41 

3.00 

G3495  . . 

35 

22.15 

G3919 

29 

22.05 

G4119 

9 

51.75 

G4225 

41 

3.00 

G3502  .  . 

45 

2.25 

G3920 

29 

18.75 

G4120 

37 

1.04 

G4226 

41 

7.12 

G3503 .  .  . 

45 

3.40 

G3921 

29 

9.65 

G4121 

37 

1.36 

G4227 

41 

6.52 

G3504  . . 

45 

4.60 

G3922 

29 

9.10 

G4122 

9 

49.10 

G4228 

41 

8.90 

G3505 

45 

8.35 

G3925 

51 

8.45 

G4123 

37 

2.86 

G4229 

41 

4.15 

G3506 

45 

3.40 

G3927 

52 

14.50 

G4124 

37 

3.45 

G4242 

44 

4.50 

G3532 

50 

7.60 

G3928 

52 

4.26 

G4130 

9 

11.68 

G4243 

44 

2.65 

G3535 

14 

46.24 

G3929 

29 

7.00 

G4133 

40 

15.15 

G4244 

44 

3.90 

G3542  . . 

37 

2.80 

G3933 

15 

45.20 

G4142 

47 

28.00 

G4245 

44 

3.25 

G3543 . . . 

14 

10.40 

G3934 

15 

41.10 

G4143 

47 

9.00 

G4246 

44 

4.90 

G3544 

74 

21.00 

G3935 

15 

10.10 

G4144 

47 

13.65 

G4247 

44 

3.90 

G3545 

74 

22.30 

G3936 

15 

32.00 

G4146 

54 

2.86 

G4248 

44 

2.65 

G3547 

50 

4.05 

G3960 

55 

2.00 

G4147 

54 

3.18 

G4249 

44 

3.25 

G3552 

14 

28.45 

G3961 

55 

1.80 

G4148 

54 

2.52 

G4254 

48 

6.55 

G3591 

73 

.76 

G3970 

15 

30.64 

G4149 

54 

2.84 

G4255 

30 

13.90 

G3609 

37 

3.60 

G3971 

12 

99.00 

G4150 

54 

5.45 

G4256 

30 

14.80 

G3610 

48 

5.70 

G3972 

12 

103.80 

G4151 

54 

5.10 

G4257 

30 

14.35 

G3622 

14 

8.95 

G3973 

12 

43.85 

G4152 

54 

3.50 

G4258 

30 

15.30 
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Fixture  No. 

Page  No. 

List 

G4262 

24 

$45.57 

G4263 

24 

23.15 

G4264 

24 

36.40 

G4270 

48 

1.95 

G4271 

52 

4.10 

G4272 

52 

3.75 

G4273 

53 

5.75 

G4274  . 

7 

56.80 

G4275 

4 

112.75 

G4276 

44 

2.65 

G4277 

44 

2.85 

G4280 

43 

14.75 

G4281 

43 

12.50 

G4282 

38 

15.00 

G4285 

74 

36.60 

G4286 

51 

3.60 

G4287 

74 

40.55 

G4289 

13 

51.40 

G4290 

13 

46.15 

G4291 

13 

17.65 

G4292 

13 

8.66 

G4293 

13 

7.10 

G4294 

19 

29.43 

G4295 

19 

21.81 

G4296 

19 

20.24 

G4297 

19 

10.08 

G4298 

19 

9.05 

G4299 

18 

24.20 

G4300 

18 

18.35 

G4301 

18 

16.85 

G4302 

18 

9.20 

G4303 

18 

7.83 

G4304 

32 

20.30 

G4305 

32 

19.80 

G4306 

32 

7.35 

G4307 

32 

5.10 

G4308 

33 

4.45 

G4309 

33 

19.20 

G4310 

33 

18.34 

G4311 

33 

7.16 

G4312 

77 

4.60 

G4313 

77 

4.60 

G4314 

77 

5.75 

G4315 

77 

5.40 

G4316 

77 

6.00 

G4317 

77 

6.00 

G4318 

77 

4.40 

G4319 

77 

4.20 

G4320 

77 

5.75 

G4321 

42 

3.95 

G4322 

42 

3.95 

G4323 

42 

3.95 

G4324 

42 

3.95 

G4325  . . . 

42 

3.95 

G4326 

42 

3.95 

G4327 

42 

3.95 

G4328 

42 

3.25 

G4329 

42 

3.25 

G4330 

42 

3.25 

G4337 

25 

19.15 

G4338 

25 

15.60 

G4345 

26 

20.95 

G4346 

26 

19.30 

G4347 

26 

13.75 

G4348 

26 

14.95 

G4357 

27 

10.70 

Price  List  Covering 
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Page  No. 

List 

G4358 

27 

$  7.50 

G4363 

39 

24.25 

G4367 

38 

4.42 

G4368 

42 

3.12 

G4369 

42 

3.12 

G4370 

42 

3.12 

G4371 

42 

2.82 

G4372 

42 

4.00 

G4373 

42 

3.95 

G4374 

42 

4.60 

G4375 

42 

4.60 

G4376 

42 

4.60 

G4377 

42 

4.60 

G4378 

42 

6.45 

G4379 

42 

3.40 

G4380 

42 

3.40 

G4381 

42 

3.40 

G4382 

42 

3.40 

G4383 

43 

8.90 

G4387 

55 

3.14 

G4388 

55 

3.04 

G4389 

55 

3.90 

G4390 

55 

2.85 

G4391 

55 

2.40 

G4392 

55 

4.95 

G4393 

55 

4.55 

G4394 

55 

4.75 

G4395 

55 

4.35 

G4396 

55 

3.90 

G4397 

55 

3.45 

G4398 

55 

3.48 

G4399 

55 

3.03 

G4400 

53 

3.75 

G4401 

53 

4.30 

G4402 

53 

5.80 

G4403 

53 

2.96 

G4404 

53 

3.06 

G4409 

52 

4.30 

G4410 

52 

4.80 

G4411 

52 

3.15 

G4412 

52 

3.55 

G4416 

25 

4.85 

G4418 

53 

4.22 

G4421 

36 

7.00 

G4422 

36 

7.25 

G4423 

36 

3.32 

G4424 

36 

4.15 

G4425 

36 

5.20 

G4426 

36 

6.00 

G4427 

36 

2.50 

G4428 

49 

2.45 

G4430 

48 

5.95 

G4440 

69 

11.35 

G4443 

51 

7.05 

G4444 

51 

4.20 

G4445 

51 

5.25 

G4446 

51 

6.60 

G4447 

49 

4.00 

G4450  .  .  . 

56 

10.25 

G4451 

56 

10.25 

G4452 

56 

8.30 

G4453 

56 

8.30 

G4454 

56 

7.30 

G4455 

56 

7.30 

G4456 

56 

9.15 

G4457 

56 

7.30 
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List 

G4461 

47 

$24.10 

G4468 

55 

3.50 

G4478 

53 

5.95 

G4479 

53 

7.80 

G4480 

22 

2.85 

G4485 

56 

10.00 

G4487 

8 

49.95 

G4488 

8 

51.00 

G4489 

8 

45.50 

G4490 

49 

1.86 

G4491 

60 

45.12 

G4492 

60 

58.75 

G4493 

60 

53.12 

G4494 

60 

66.75 

G4495 

60 

28.56 

G4496 

60 

36.15 

G4497 

60 

36.56 

G4498 

60 

44.15 

G4499 

62 

22.15 

G4500 

58 

91.60 

G4501 

67 

7.00 

G4502 

67 

11.16 

G4503 

67 

7.52 

G4504 

67 

11.72 

G4505 

67 

12.00 

G4506 

67 

15.80 

G4507 

67 

12.95 

G4508 

67 

16.60 

G4509 

67 

10.52 

G4510 

67 

14.70 

G4511 

67 

16.75 

G4512 

67 

20.60 

G4513 

67 

10.52 

G4514 

67 

14.70 

G4515 

67 

16.75 

G4516 

67 

20.60 

G4517 

67 

20.00 

G4518 

67 

28.60 

G4519 

3 

72.50 

G4520 

3 

78.50 

G4521 

2 

115.00 

G4522 

3 

94.00 

G4523 

2 

130.00 

G4524 

2 

95.50 

G4525 

43 

4.15 

G4526 

53 

3.15 

G4527 

53 

2.70 

G4528 

16 

30.50 

G4529 

16 

24.45 

G4530 

16 

23.85 

G4531 

16 

10.75 

G4532 

16 

7.25 

G4533 

17 

27.60 

G4534 

17 

20.25 

G4535 

17 

19.80 

G4536 

17 

9.40 

G4537 

17 

6.40 

G4538 

47 

19.50 

G4539 

49 

1.95 

G4540 

72 

10.65 

G4541 

72 

9.65 

G4542 

72 

9.45 

G4543 

72 

8.85 

G4544 

48 

10.10 

G4545 

53 

2.35 

G4546 

50 

3.50 

Fixture  No. 

Page  No. 

List 

G4547 

.  .  50 

$  3.15 

G4548 

27 

11.25 

G4549 

27 

9.50 

G4550 

27 

9.50 

G4551 

27 

12.15 

G4552 

75 

21.20 

G4553 

6 

36.75 

G4554 

25 

12.75 

G4555 

25 

15.35 

G4556 

49 

3.35 

G4557 

53 

2.52 

G4558 

50 

2.62 

G4559 

75 

3.30 

G4560 

69 

7.87 

G4561 

69 

9.02 

G4562 

69 

10.32 

G4563 

69 

11.27 

G4564 

69 

4.32 

G4565 

69 

5.27 

G4566 

69 

6.82 

G4567 

69 

8.12 

G4568 

69 

9.07 

G4569 

48 

8.50 

G4570 

48 

3.50 

G4571 

49 

3.70 

G4572 

43 

16.60 

G4573 

43 

7.85 

G4574 

22 

4.70 

G4575 

72 

4.50 

G4576 

72 

3.85 

G4577 

72 

5.50 

G4578 

72 

6.65 

G4579 

72 

7.95 

G4580 

72 

8.90 

G4581 

72 

4.30 

G4582 

72 

6.65 

G4583 

72 

7.95 

G4584 

72 

8.90 

G4585 

62 

13.45 

G4586 

62 

14.65 

G4587 

62 

12.96 

G4588 

62 

14.10 

G4589 

62 

10.56 

G4590 

62 

10.00 

G4591 

66 

12.60 

G4592 

66 

43.00 

G4593 

66 

46.60 

G4594 

64 

61.10 

G4595 

64 

69.10 

G4596 

64 

48.40 

G4597 

68 

21.00 

G4598 

68 

21.00 

G4599 

68 

17.20 

G4600 

68 

20.00 

G4601 

68 

20.00 

G4602 

75 

2.35 

G4603 

75 

4.30 

G4604 

75 

4.30 

G4605 

75 

14.00 

G5000 

62 

29.35 

G5001 

62 

35.70 

G5002 

62 

46.15 

G5003 

62 

64.15 

G5004 

62 

84.60 

G5007 

62 

9.15 

G5009 

62 

9.80 

When  Fixtures  Are  Ordered  with  Pull  Switches  Add  $1.50  to  List. 

Extra  Length  on  Brass  Tube  Fixtures  Will  Be  Invoiced  at  95c  List  Per  Foot. 
Extra  Length  on  Chain  at  70c  List  Per  Foot. 
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6000 

6"  Opal  75 . 

$  0.90 

6989 

76 . 

$  0.90 

6385 

50  54  55-73 . 

.82 

6990 

54 

1.30 

6386 

53  54-55-73 . 

.92 

6991 

54 . 

1.20 

6538 

73 . 

5.00 

6992 

50-54 

.92 

6723 

34  . 

.45 

6993 

51 . 

2.75 

6755 

73 . 

3.66 

6994 

30 . 

1.50 

6763 

10"  x  16"  x  6"  71 

8.92 

6996 

8-20-21-47 . 

.75 

6764 

9"  x  7V4"  x  4"  71 . 

2.20 

6997 

6-7-9-38 . 

1.00 

6765 

12"  x  IOV2"  x  6"  71 . 

6.22 

6999 

47 . 

2.65 

6766 

8V2"  x  4" 

7005 

38 . 

.95 

53  54-55-69 . 

1.20 

7007 

52-53 . 

2.20 

6767 

10" x 4"  69-72 . 

2.15 

7008 

53 . 

2.00 

6768 

12" x 6"  69-72 . 

3.10 

7011 

53 . 

3.25 

6769 

14"  x 6"  69-72 . 

4.40 

7012 

53 . 

4.60 

6770 

16" x 6"  69-72 . 

5.35 

7015 

40 . 

5.65 

6772 

50 . 

2.00 

7016 

38-39 . 

.  .70 

6776 

78 . 

3.60 

7017 

48 . 

.75 

6777 

78 . 

2.30 

7019 

43 . 

4.50 

6778 

78 . 

2.85 

7020 

43 . 

6.75 

6779 

49-78 . 

2.15 

7024 

24  . 

15.00 

6780 

4"  x  6"  78 . 

2.00 

7025 

24 . 

8.90 

6781 

X 

00 

2.25 

7027 

24-26 . 

9.35 

6786 

35 . 

1.20 

7030 

74 . 

5.25 

6791 

14-48 . 

5.70 

7031 

32 . 

.  1.00 

6792 

8"  50 . 

2.60 

7032 

8-19 . 

1.00 

6793 

48 . 

2.60 

7033 

8-18 . 

.45 

6794 

50 . 

2.00 

7034 

25 . 

7.50 

6795 

50 . 

1.40 

7035 

26 . 

5.00 

6796 

14 . 

1.84 

7036 

Ivory 

42 . 

1.58 

6797 

50 . 

3.65 

7037 

Blue 

42 . 

.  1.58 

6799 

14 . 

5.25 

7038 

Rose 

42 . 

1.58 

6808 

6"  37 . 

1.45 

7039 

Matt  Crystal  42 . 

1.26 

6828 

49 . 

5.60 

7040 

42 . 

1.85 

6841 

48 . 

.  1.76 

7041 

42 . 

1.85 

6847 

12 . 

.30 

7042 

42 . 

1.85 

6850 

33 . 

.80 

7043 

42 . 

1.85 

6860 

10-47-48 . 

2.10 

7044 

43 . 

2.20 

6861 

31 . 

1.00 

7045 

53 . 

1.40 

6874 

52 . 

7.00 

7046 

53 . 

1.50 

6879 

7-11 . 

1.35 

7048 

52 . 

1.50 

6880 

50 . 

1.40 

7053 

53 . 

2.37 

6894 

52 . 

1.70 

7055 

49 . 

1.20 

6897 

52 . 

1.55 

7056 

49 . 

2.80 

6913 

52-54 . 

.60 

7057 

48 . 

3.36 

6919 

75 . 

2.00 

7063 

38 . 

3.00 

6926 

41 . 

1.45 

7069 

53 . 

3.10 

6927 

41 . 

1.45 

7070 

53 . 

4.45 

6928 

41 . 

1.45 

7071 

69 . 

7.45 

6933 

51-73 . 

1.75 

7072 

49 . 

.66 

6938 

47 . 

4.50 

7073 

16 . 

1.00 

6949 

54 . 

1.00 

7074 

17 . 

.30 

6950 

55 . 

1.00 

7075 

6 . 

.55 

6968 

22-75-76 . 

.50 

7076 

49 . 

.75 

6970 

52 . 

4.20 

7077 

25 . 

7.50 

6971 

52 . 

2.70 

7078 

43 . 

2.60 

6979 

5-10-15 . 

1.50 

7079 

47 . 

3.00 

6983 

39 . 

18.00 

7080 

53 . 

2.00 

6984 

5-22 . 

.75 

7081 

53 . 

1.55 

6985 

22-48 . 

2.75 

7082 

50-72 . 

2.35 

6986 

41 . 

2.60 

7083 

50 . 

2.00 

6987 

21-48 . 

2.75 

7084 

72 . 

7.15 

6988 

22 . 

4.85 

7085 

48  . 

7.10 
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